STATE OF NORTH CAROLINA
DEPARTMENT OF TRANSPORTATION

DIVISION 3 DISTRICT 1

CONTRACT PROPOSAL

WBS Element: 41246.3
ROUTES: US 17
COUNTY: Pender

DESCRIPTION: Place Monolithic Concrete Islands, Curb & Gutter, Themoplastic Pavement Markings and
Snowplowable Pavement Markers for a Superstreet in Perd County.

BID OPENING: Tuesday October 12, 2010 at 2:00 p.m.

NOTICE:

ALL BIDDERS SHALL COMPLY WITH ALL APPLICABLE LAWS REG ULATING THE PRACTICE
OF GENERAL CONTRACTING AS CONTAINED IN CHAPTER 87 OF THE GENERAL STATUTES OF
NORTH CAROLINA WHICH REQUIRES THE BIDDER TO BE LICEN SED BY THE N.C. LICENSING
BOARD FOR CONTRACTORS WHEN BIDDING ON ANY NON-FEDERA L AID PROJECT WHERE
THE BID IS $30,000 OR MORE, EXCEPT FOR CERTAIN SPECIALTY WORK AS DETERMINED BY
THE LICENSING BOARD OR SBE PROJECT. BIDDERS SHALL ALSO COMPLY WITH ALL
OTHER APPLICABLE LAWS REGULATING THE PRACTICES OF EL ECTRICAL, PLUMBING,
HEATING AND AIR CONDITIONING AND REFRIGERATION CONT RACTING AS CONTAINED IN
CHAPTER 87 OF THE GENERAL STATUTES OF NORTH CAROLINA.

NAME OF BIDDER N.C. CONTRACTOR’S LICENSE NUMB ER

ADDRESS OF BIDDER

RETURN BIDS TO: Mr. Lloyd Royall, PLS
N.C. Departmeat Transportation
124 Division Dr.
Wilmington, N.@28401



INSTRUCTIONS TO BIDDERS
PLEASE READ ALL INSTRUCTIONS CAREFULLY
BEFORE PREPARING AND SUBMITTING YOUR BID.

All bids shall be prepared and submitted in accordance with the fldwing requirements. Failure to comply with any

requirement shall cause the bid to be considered irregular and sHdle grounds for rejection of the bid.

1. The bid sheet furnished by NCDOT with the proposal shall be used and shall not beratiesechannerDO NOT
SEPARATE THE BID SHEET FROM THE PROPOSAL!

2. All entries on the bid sheet, including signatures, shall be written in ink.

3. The Bidder shall submit a unit price for every item on the bid form. The unit poicegefvarious contract items shall be
written in figures.

4. An amount bid shall be entered on the bid sheet for every item. The amount bid foereasthail be determined by
multiplying each unit bid by the quantity for that item, and shall be written in figurée iAtnount Bid" column of the
sheet.

5. The total amount bid shall be written in figures in the proper place on the bid sheettallambunt shall be determined by
adding the amounts bid for each item.

6. Changes in any entry shall be made by marking through the entry in ink and making the coyradjaa#nt there to in ink.
A representative of the Bidder shall initial the change in ink.

7. The bid shall be properly executed. All bids shall show the following information:

a. Name of individual, firm, corporation, partnership, or joint venture subgnlitd.

b. Name and signature of individual or representative submitting bid and positikie or
c. Name, signature, and position or title of witness.

d. Federal Identification Number (or Social Security Number of Indivjdual

e. Contractor's License Number (if Applicable)

8. Bids submitted by corporations shall bear the seal of the corporation.

9. The bid shall not contain any unauthorized additions, deletions, or conditional bids.

10. The bidder shall not add any provision reserving the right to accept or rejechah amto enter into a contract pursuant to
an award.

11. THE PROPOSAL WITH THE BID SHEET STILL ATTACHED SHALL BE PLACED IN A SEALED
ENVELOPE AND SHALL HAVE BEEN DELIVERED OCTOBER 12, 2010.

12. The sealed bid must display the following statement on the front of the seadtmpenv

COMPANY NAME, QUOTATION FOR WBS NUMBER: 41246.3 PLACE MONO LITHIC

CONCRETE ISLANDS, CURB & GUTTER, THERMOPLASTIC PAVE MENT MARKINGS AND

SNOWPLOWABLE PAVEMENT MARKERS FOR A SUPERSTREET IN PE NDER COUNTY. TO

BE OPENED AT 2:00 PM TUESDAY, OCTOBER 12, 2010

13. If delivered by mail, the sealed envelope shall be placed in another sealepervel the outer envelope shall be addressed
as follows:

N.C. Department of Transportation
Mr. Lloyd Royall, PLS

124 Division Dr.

Wilmington, N.C. 28401

AWARD OF CONTRACT
The award of the contract, if it be awarded, will be made to the lowest respabe Bidder in
accordance with Section 102excluding 102-2 and 102-11) of the Standard Specifications for
Roads and Structures 2006 The lowest responsible Bidder will be notified that his bid has
been accepted and that he has been awarded the contract. NCDOT resenlesright to
reject all bids.
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General Provisions

GENERAL

This contract is t&lace Monolithic Concrete Islands, Curb & Gutter, Tigplastic Pavement Markings and
Snowplowable Pavement Markers for a Superstreet indP€walinty.

All work and materials shall be in accordance with the povisions of the General
Guidelines of this contract, the Project Special Progions, the 2006 North Carolina
Department of Transportation Standard Specifications forRoads and Structures,
the North Carolina Department of Transportation 2006 Roadway Sindards
Drawings, the current edition of the Manual of Uniform Traffic Control Devices
(MUTCD), and the 2010 Super Pave Manual.

The Contractor shall keep himself fully informed offédideral, State and local laws, ordinances, and
regulations, and shall comply with the provisions oftBecl07 of the Standard Specifications.

CONTRACT TIME AND LIQUIDATED DAMAGES

The date of availability for this project is November 1, 2010.The Contractor may begin work prior
to this date upon approval of the Engineer or his duly azgtrepresentative. If such approval is
given, and the Contractor begins work prior to the dasvailability, the Department of

Transportation will assume no responsibility for ankagke caused prior to the date of availability by any
reason whatsoever, and such delays, if any, will aostitute a valid reason for extending the
completion date.

No work will be permitted and no purchase order will Beésl until all required bonds and prerequisite
conditions and certifications have been satisfied.

The completion date for this project is December 1, 2010No extensions will be authorized except
as authorized by Article 108-10 of the Standard Specification

Liguidated damages for this contract are One Thousand Dollars$1,000.00) per calendar day.

HOLIDAY AND HOLIDAY WEEKEND WORK TIME RESTRICTIONS:

1 For Veterans Dapetween the hours of 5 P.M. Wednesday November 10,&@18:00 a.m.
Friday November 12, 2010.



2 For Thanksgiving between the hours of 12:00 Noon Wednesdagnhitier 24 and 8:00 A.M.
Monday November 29, 2010.

AUTHORITY OF THE ENGINEER

The Engineer for this project shall be the Divisiolgteer, Division 3, Division of Highways, North
Carolina Department of Transportation, acting direatlyhrough his duly authorized representatives.

The Engineer will decide all questions, which may aaséo the quality and acceptability of work
performed and as to the rate of progress of the worlqustions which may arise as to the
interpretation of the contract; and all questions asecacceptable fulfillment of the contract on the
part of the Contractor. His decision shall be faradl he shall have executive authority to enforce and
make effective such decisions and orders as the Camtrfadito carry out promptly.

AVAILABILITY OF FUNDS - CONTRACT TERMINATION

Payments on this contract are subject to availability of fundioaatad by the General Assembly. If the
General Assembly fails to allocate adequate funds, the Departraenta® the right to terminate this
contract.

In the event of termination, the Contractor shall be given &ewnitotice of termination at least 60 days

before completion of scheduled work for which funds are availabléne levent of termination, the
Contractor shall be paid for the work already performed in accadaitic the contract specifications.

BANKRUPTCY

The Department of Transportation, at its option, neagninate the contract upon filing by the
Contractor of any petition for protection under the mions of the Federal Bankruptcy Act.

BIDS

In accordance with GS 136-28.1(b), if the total bid amoéithecontract exceed,200,00Ghe bid
will not be considered for award.

CLAIMS FOR ADDITIONAL COMPENSATION
OR EXTENSION OF TIME

Any claims for additional compensation and/or extersmiithe completion date shall be submitted to
the Division Engineer with detailed justification wittthirty (30) days after receipt of the final invoice



payment. The failure of the Contractor to submitdlaen(s) within thirty days shall be a bar to
recovery.

CONTRACTOR CLAIM SUBMITTAL FORM

(9-16-08) SP1G140

If the Contractor elects to file a written claim mequests an extension of contract time, it shall be
submitted on th€ontractor ClaimSubmittal Form (CCSRvailable through the Construction Unit or
http://ncdot.org/doh/operations/dp_chief_eng/constructionanmt$§manuals/

CONTRACT PAYMENT AND PERFORMANCE BOND

A performance bond in the amount of one hundred percent (1608te contract amount, conditioned
upon the faithful performance of the contract in accacdawith specifications and conditions of the
contract is required for Construction contracts of $300,008aye. Such bond shall be solely for the
protection of the North Carolina Department of Tramsgen and the State of North Carolina.

A payment bond in the amount of one hundred percent (100%¢ @bntract amount, conditioned
upon the prompt payment for all labor or materials foictvthe Contractor, or his subcontractors, is
liable is required for Construction contracts greatant$300,000. The payment bond shall be solely
for the protection of persons or firms furnishing materor performing labor for this contract for
which the Contractor is liable.

The successful bidder, within fourteen (14) days afteceatf award, shall provide the Department with
a contract payment bond and a contract performancedamtdin an amount equal to 100 percent of the
amount of the contract.

DEFAULT OF CONTRACT

The Department of Transportation shall have the tiglateclare default of contract for breach by the
Contractor of any material term or condition of tdumtract. Default of contract shall be in accordance
with the terms, conditions, and procedures of Article 108iBe_Standard Specifications.

ENGINEERING CONTROL

Engineering control and inspection will be by the North Carolingatenent of Transportation. The
Contractor will cut test samples as directed by the Engineer. Tlie Glarolina Department of
Transportation will set all necessary grades for pipe, ditches,smmmyedrainage structures. All other field
engineering will be the responsibility of the Contractor and densd as incidental to the project bid.

EROSION, SILTATION, AND POLLUTION CONTROL

The Contractor shall exercise every reasonable ptieceand take all necessary measures throughout
the life of the project to prevent erosion, siltatiand pollution in accordance with Section 107-13 of
the Standard Specificationsilt fence and erosion control measures shaitdtalled in accordance
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with the plans for this project, Section 1605 of the &ath Specificationsand in locations directed by
the Engineer or his representative.

EXTENSION OF CONTRACT TIME

Failure on the part of the Contractor to furnish bamdsertifications or to satisfy preliminary
requirements necessary to issue the purchase ordeotabnstitute grounds for extension of the
contract time. If the Contractor has fulfilled alepminary requirements for the issuance of a purchase
order, and the purchase order authorization is not bialty the date of availability, the Contractor
shall be granted an extension equal to the numberearidal days the purchase order authorization is
delayed after the date of availability.

GIFTS FROM VENDORS AND CONTRACTORS
|

(12-15-09) M1G 152 |

By Executive Order 24, issued by Governor Perdue, Mu@l G.S.8 133-32t is unlawful for any
vendor or contractor (i.e. architect, bidder, contrgctonstruction manager, design professional,
engineer, landlord, offeror, seller, subcontractor, sappdir vendor), to make gifts or to give favors to
any State employee of the Governor's Cabinet Ager{cies Administration, Commerce, Correction,
Crime Control and Public Safety, Cultural Resourcesjrenment and Natural Resources, Health and
Human Services, Juvenile Justice and Delinquency PreweiRevenue, Transportation, and the Office
of the Governor). This prohibition covers thosedens and contractors who:

(1) have a contract with a governmental agency; or
(2) have performed under such a contract within the @ast gr
(3) anticipate bidding on such a contract in the future.

For additional information regarding the specific requineim@nd exemptions, vendors and contractors
are encouraged to review Executive Order 24@u#l § 133-32

Executive Order 24 also encouraged and invited other Stpgeches to implement the requirements
and prohibitions of the Executive Order to their agenckendors and contractors should contact
other State Agencies to determine if those agenciesda@opted Executive Order 24

INSPECTION

All work shall be subject to inspection by the Enginateany time. Routinely, the Engineer will make
periodic inspections of the completed work. It will he tesponsibility of the Contractor to keep the
Engineer informed of his proposed work plan and to subnittenreports of work accomplished on a
frequency to be determined by the Engineer.



LEGAL RELATIONS AND RESPONSIBILITY TO PUBLIC

(12-19-06)(Rev 3-16-10) SP1 G151

Revise the2006 Standard Specificatioas follows:

Page 1-60, 107-2 Assignment of Claims Vqideplace the reference froghS. 143-3.30 G.S. 143B-
426.40A.

Page 1-69, 107-18 Contractor's Responsibility for Workin the first paragraph, last sentence,
replace the wortegally with the wordcontractually.

LIABILITY INSURANCE

(11-18-08) RG 80

Page 1-68, Article 107-16 is amended to include the following asetliirst, second, third and
fourth paragraphs:

The Contractor shall be liable for any losses regulrom a breach of the terms of this contracte Th
Contractor shall be liable for any losses due tandwdigence or willful misconduct of its agents, assigns
and employees including any sub-contractors which causesgeato others for which the Department
is found liable under the Torts Claims Act, or in then&ral Courts of Justice, provided the Department
provides prompt notice to the Contractor and that th&r@otor has an opportunity to defend against
such claims. The Contractor shall not be responfablpunitive damages.

The Contractor shall at its sole cost and expensairolind furnish to the Department an original
standard ACORD form certificate of insurance evidencommercial general liability with a limit for
bodily injury and property damage in the amount of $5,000,000.000¢&rrence and general
aggregate, covering the Contractor from claims or damfagelsodily injury, personal injury, or for
property damages which may arise from operating underathigact by the employees and agents of
the Contractor. The required limit of insurance mayobtained by a single general liability policy or
the combination of a general liability and excesbiliig or umbrella policy. The State of North
Carolina shall be named as an additional insured orcoinmnercial general liability policy. The policy
may contain the following language as relates to theeSts an additional insured: “This insurance with
respect to the additional insured applies only to thenextat the additional insured is held liable for
your or your agent’s acts or omissions arising out dfiarthe course of operations performed for the
additional insured.”

The Contractor shall maintain all legally required iaswwe coverage, including without limitation,
worker’s compensation and vehicle liability, in thecamts required by law. Providing and maintaining
adequate insurance coverage is a material obligatioheotantractor and is of the essence of this
contract. All such insurance shall meet all lawstled State of North Carolina. Such insurance
coverage shall be obtained from companies that are@m@eet to provide such coverage and that are
authorized by the Commissioner of Insurance to do besimneNorth Carolina. The Contractor shall at
all times comply with the terms of such insurance pesic

Upon execution of the contract, provide evidence oltiwre insurance requirements to the Engineer.
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MATERIALS AND TESTING

The Engineer reserves the right to perform all sampliiytesting in accordance with Section 106 of
the Standard Specificatioasd the Department's "Materials and Test Manual." Kewthe Engineer
may reduce the frequency of sampling and testing wheredmasdeappropriate for the project under
construction.

The Contractor shall furnish the applicable certifaag and documentation for all materials as required
by the_Standard SpecificationMaterial, which is not properly certified, will nbe accepted.

Delivery tickets for all asphalt material shall benfshed in accordance with Section 106-7 of the
Standard Specificatiorad shall include the following information:

1 NCDOT Work Order Number
2 Date

3 Time issued

4.  Type of Material

5.  Gross weight
6

7

8

9

Tare Weight
Net weight of material
Plant Location
. Truck Number
10. Contractor's name
11. Public weighmaster's stamp or number
12. Public weighmaster's signature or initials in ink
13. Job mix formula number (if for asphalt plant mix)
14. Asphalt Plant Certification Number (if for asphalt glamx)

MINIMUM WAGES

(7-21-09) Z-5

FEDERAL: The Fair Labor Standards Act provides that with ceraceptions every employer shall
pay wages at the rate of not less than SEVEN DOLLAR®E TWENTY FIVE
CENTS ($7.25) per hour.

STATE: The North Carolina Minimum Wage Act provides that gvamnployer shall pay to each
of his employees, wages at a rate of not less thfESEDOLLARS AND TWENTY
FIVE CENTS ($7.25) per hour.

The minimum wage paid to all skilled labor employed on ¢histract shall be SEVEN
DOLLARS AND TWENTY FIVE CENTS ($7.25) per hour.

The minimum wage paid to all intermediate labor employedhis contract shall be
SEVEN DOLLARS AND TWENTY FIVE CENTS ($7.25) per hour.

The minimum wage paid to all unskilled labor on this cacttrshall be SEVEN
DOLLARS AND TWENTY FIVE CENTS ($7.25) per hour.
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This determination of the intent of the applicationtlois act to the contract on this
project is the responsibility of the Contractor.

The Contractor shall have no claim against the Depant of Transportation for any changes in the
minimum wage laws, Federal or State. It is the resbittysof the Contractor to keep fully informed
of all Federal and State Laws affecting his contract.

ON-THE-JOB TRAINING

(10-16-07) (Rev 7-21-09) Z-10

Description

The North Carolina Department of Transportation administer a custom version of the Federal On-
the-Job Training (OJT) Program, commonly referredsttha Alternate OJT Program. All contractors
(existing and newcomers) will be automatically placedtha Alternate Program. Standard OJT
requirements typically associated with individual projecitsno longer be applied at the project level.
Instead, these requirements will be applicable on anabasis for each contractor administered by the
OJT Program Manager.

On the Job Training shall meet the requirements of 28 £30.107 (b), 23 USC — Section 140, this
provision and the On-the-Job Training Program Manual.

The Alternate OJT Program will allow a contractorttain employees on Federal, State and privately
funded projects located in North Carolina. However,rptyicchall be given to training employees on
NCDOT Federal-Aid funded projects.

Minorities and Women

Developing, training and upgrading of minorities and womematd journeyman level status is a

primary objective of this special training provisiorccArdingly, the Contractor shall make every effort
to enroll minority and women as trainees to the mixtihat such persons are available within a
reasonable area of recruitment. This training comenit is not intended, and shall not be used, to
discriminate against any applicant for training, whetharember of a minority group or not.

Assigning Training Goals

The Department, through the OJT Program Manager, vgij@adraining goals for a calendar year
based on the contractors' past three years’ actwity the contractors' anticipated upcoming year’s
activity with the Department. At the beginning of legear, all contractors eligible will be contacted by
the Department to determine the number of trainedswliabe assigned for the upcoming calendar
year. At that time the Contractor shall enter iatbagreement with the Department to provide a self-
imposed on-the-job training program for the calendar.y&ais agreement will include a specific
number of annual training goals agreed to by both paifies. number of training assignments may
range from 1 to 15 per contractor per calendar year. Comeractor shall sign an agreement to fulfill
their annual goal for the year. A sample agreemeauagable at www.ncdot.org/business/ocs/ojt/.
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Training Classifications

The Contractor shall provide on-the-job training aimédieveloping full journeyman level workers in
the construction craft/operator positions. Preferesicall be given to providing training in the
following skilled work classifications:

Equipment Operators Office Engineers

Truck Drivers Estimators

Carpenters Iron / Reinforcing Steel Workers
Concrete Finishers Mechanics

Pipe Layers Welders

The Department has established common training otagghs and their respective training
requirements that may be used by the contractors. owthe classifications established are not all-
inclusive. Where the training is oriented toward cartdton applications, training will be allowed in
lower-level management positions such as office enginged estimators. Contractors shall submit
new classifications for specific job functions thia¢it employees are performing. The Department will
review and recommend for acceptance to FHWA the nessifitations proposed by contractors, if
applicable. New classifications shall meet the iy requirements:

Proposed training classifications are reasonable alidti® based on the job skill classification
needs, and

The number of training hours specified in the trainirgggification is consistent with common
practices and provides enough time for the trainee t@irojolurneyman level status.

The Contractor may allow trainees to be trained bylaontractor provided that the Contractor retains
primary responsibility for meeting the training and ghisvision is made applicable to the subcontract.
However, only the Contractor will receive credit #rads the annual goal for the trainee.

Where feasible, 25 percent of apprentices or traineeadh occupation shall be in their first year of
apprenticeship or training. The number of traineed bkatlistributed among the work classifications
on the basis of the contractor’'s needs and the hiigjlaof journeymen in the various classifications
within a reasonable area of recruitment.

No employee shall be employed as a trainee in angifdasion in which they have successfully
completed a training course leading to journeyman leaélistor in which they have been employed as
a journeyman.

Records and Reports

The Contractor shall maintain enroliment, monthiyd acompletion reports documenting company
compliance under these contract documents. These dosuamehtiny other information as requested
shall be submitted to the OJT Program Manager.

Upon completion and graduation of the program, the Cootrasttall provide each trainee with a
certification Certificate showing the type and lengtiraining satisfactorily completed.
Trainee Interviews

12



All trainees enrolled in the program will receive amtial and Trainee/Post graduate interview
conducted by the OJT program staff.

Trainee Wages

Contractors shall compensate trainees on a graduatingsqadg based upon a percentage of the
prevailing minimum journeyman wages (Davis-Bacon Adfinimum pay shall be as follows:

60 percent of the journeyman wage for the first hatheftraining period

75 percent of the journeyman wage for the third quartdreofraining period
90 percent of the journeyman wage for the last quartdreairaining period

In no instance shall a trainee be paid less thafotda minimum wage. The Contractor shall adhere to
the minimum hourly wage rate that will satisfy botle tNC Department of Labor (NCDOL) and the
Department.

Achieving or Failing to Meet Training Goals

The Contractor will be credited for each trainee eggaloby him on the contract work who is currently
enrolled or becomes enrolled in an approved program andedadves training for at least 50 percent
of the specific program requirement. Trainees will bewed to be transferred between projects if
required by the Contractor’s scheduled workload to mekeirigagoals.

If a contractor fails to attain their training assigants for the calendar year, they may be taken eff th
NCDOT’s Bidders List.

Measurement and Payment

No compensation will be made for providing required trginin accordance with these contract
documents.

PAYMENT AND RETAINAGE

8-06-2009
The Contractor may submit a request for partial paymers monthly basis, or other interval as
approved by the Engineer. Compensation for all pay igdma be in accordance with the Standard
Specifications The amount of partial payments will be based omitwx accomplished and accepted
as the last day of the approved pay period.

All requests for payment shall be made on the formshad to the Contractor by the Department of
Transportation. The form shall be completely and ledited out with all appropriate information
supplied and shall be signed by an authorized represertétive Contractor.

All invoices must be accompanied with the DBE-IS form eveifi no Subcontractors payments
were made. Payment request shall not be processed withaaid form filled out and attached.

If the request for payment is made by Contractor’sit®/adhe Invoice shall be submitted in triplicate
13



to:
North Carolina Department of Transportation
Attention: Robert Vause, P.E.
295 Wilmington Highway Suite A
Jacksonville, NC 28540

Minority Business (MB) and Women’s Business (WB) pgy&tion shall be listed in the appropriate
spaces on all requests for payment. If there is nacipation the word “None” or the figure “0” shall
be entered. An amount equal to five percent (5%) ofdtad amount due on the partial pay estimate
will be deducted and retained until after the final ingpact One hundred percent (100%) payment
shall be made after successful completion of the woxleafed by the final inspection

POSTED WEIGHT LIMITS

The Contractor's attention is directed to the faat many primary and secondary roads and
bridges are posted with weight limits less than the leggal The Contractor will not be allowed to
exceed the posted weight limits in transporting matesia&squipment to the project. The Contractor
should make a thorough examination of all maps and hawdsaut this project.

PREQUALIFICATION TO BID ON POC’S

BeginningJuly 1, 2009 any firm that wishes to perform work on Division €hase Order Contracts as
either the prime contractor or as a subcontractaheproject must be prequalified for the type of
work they wish to perform. Firms that wish to bid bege projects as the prime contractor must be
prequalified_prior to submitting a biéFirms that wish to perform as a subcontractor éopitime
contractor must be prequalified prior to beginning workhengroject

For the purposes of prequalification, any firm that isentty prequalified as a prime or a subcontractor
on central let projects for the appropriate work codesmsidered eligible to work and/or bid on
Purchase Order Contracts as long as other items slbcmdsg and license requirements for the
contract are met.

Information regarding the requirements to become precuehéifs a Purchase Order Contract
contractor, including the application to become prequalifigou are not already prequalified, can be
found at the following website:

http://www.ncdot.org/business/howtogetstarted/

SAFETY AND ACCIDENT PROTECTION

In accordance with Article 107-22 of the Standard Speadiest the Contractor shall comply with all
applicable Federal, State, and local laws, ordinanoés;eggulations governing safety, health, and
sanitation, and shall provide all safeguards, safety eigvand protective equipment, and shall take any
other needed actions, on his own responsibility trat@asonably necessary to protect the life and
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health of employees on the job and the safety optiudic, and to protect property in connection with
the performance of the work covered by the contract.

SAFETY VESTS

All Contractors' personnel, all subcontractors and frersonnel, and any material suppliers and their
personnel shall wear a reflective vest or outer gare@nforming to the requirements of MUTCD at
all times while on the project.

SUBCONTRACTS

The Contractor shall not sublet, sell, transfer, assign or oedispose of this contract or any portion
thereof; or his rights, title, or interest therein; without teritconsent of the Engineer. Subletting of this
contract or any portion of the contract shall conform to thairements of Article of 108-6 of the Standard

Specifications

SUPERVISION BY CONTRACTOR

At all times during the life of the project the Contacshall provide one permanent employee who
shall have the authority and capability for overadp@nsibility of the project and who shall be

personally available at the work site within 24 hourBceo Such employee shall be fully authorized to
conduct all business with the subcontractors, to negaiad execute all supplemental agreements, and
to execute the orders or directions of the Engineer.

At all times that work is actually being performed, @antractor shall have present on the project one
competent individual who is authorized to act in a sup@nyisapacity over all work on the project,
including work subcontracted. The individual who has beesushorized shall be experienced in the
type of work being performed and shall be fully capabkmafaging, directing, and coordinating the
work; of reading and thoroughly understanding the contradtyeceiving and carrying out directions
from the Engineer or his authorized representativesshall be an employee of the Contractor unless
otherwise approved by the Engineer.

The Contractor may, at his option, designate one employ meet the requirements of both positions.
However, whenever the designated employee is absenti®work site, an authorized individual
gualified to act in a supervisory capacity on the pragbell be present.

TEMPORARY SUSPENSION OF WORK

In accordance with Article 108-7 of the Standard Spedifingtthe Engineer will have the authority to
suspend the work wholly or in part, any written ordersiach periods as he may deem necessary for
any of the following reasons.

1. Conditions considered unfavorable for the suitable pragecof the work, or

2. The Contractor’s failure for correct conditions undafeworkmen or the general public, or
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3. The Contractor has not carried out orders given toblyithe Engineer, or
4. The Contractor’s failure to perform any provisionshe contract.

No extension of the completion date will be allowedtfe above suspensions except as may be
provided for in Article 108-10.

TRAFFIC CONTROL AND WORK ZONE SAFETY

The Contractor shall maintain traffic during constraietand provide, install, and maintain all traffic
control devices in accordance with these project gueklithe Project Special Provisions, North
Carolina Department of Transportation Standard Spetaifitsfor Roads and Structureshd the
current edition of the Manual of Uniform Traffic CootDevices(MUTCD).

The Contractor shall utilize complete and proper traffintrols and traffic control devices during all
operations. All traffic control and traffic contréévices required for any operation shall be functional
and in place prior to the commencement of that operat®igns for temporary operations shall be
removed during periods of inactivity. The Contractaeiguired to leave the project in a manner that
will be safe to the traveling public and which will nofpede motorists.

Traffic movements through lane closures on roads withway traffic shall be controlled by flaggers
stationed at each end of the work zone. In situatidrese sight distance is limited, the Contractor
shall provide additional means of controlling traffregluding, but not limited to, two-way radios, pilot
vehicles, or additional flaggers. Flaggers shall be ctenp@ersonnel, adequately trained in flagging
procedures, and furnished with proper safety devices and equijpnaduding, but not limited to, safety
vests and stop/slow paddles.

All personnel when working in traffic areas or are@aslose proximity to traffic shall wear an approved
safety vest, or shirt or jacket which meets the rcguirements of the Manual of Uniform Traffic
Control DevicegMUTCD).

The Contractor shall comply with all applicable FedeBshite, and local laws, ordinances, and
regulations governing safety, health, and sanitatiosh shall provide all safeguards, safety devices, and
protective equipment, and shall take any other neededgctia his own responsibility that are
reasonably necessary to protect the life and heb#mployees on the job and the safety of the public,
and to protect property in connection with the perforeeant the work covered by the contract.

Failure to comply with any of the requirements for safand traffic control of this contract shall result
in suspension of work as provided in subarticle 108-7(B)e&tiandard Specifications

UTILITY CONFLICTS

It shall be the responsibility of the Contractorctmtact all affected utility owners and determine the
precise locations of all utilities prior to beginninghstruction. Utility owners shall be contacted a
minimum of 48 hours prior to the commencement of operatiGpecial care shall be used in working
around or near existing utilities, protecting them whecessary to provide uninterrupted service. In
the event that any utility service is interrupted, @mntractor shall notify the utility owner immediately
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and shall cooperate with the owner, or his represeatan the restoration of service in the shortest
time possible. Existing fire hydrants shall be kepeasible to fire departments at all times.

The Contractor shall adhere to all applicable regulataon follow accepted safety procedures when
working in the vicinity of utilities in order to insutbe safety of construction personnel and the public.

WORKERS’ COMPENSATION INSURANCE

Pursuant to N.C.G.S. 8§ 97-19, all contractors of the Deyeattof Transportation are, prior to
beginning services, required to show proof of coveragedby a workers’ compensation insurance
carrier, or a certificate of compliance issued byDkpartment of Insurance for self-insured
subcontractors stating that it has complied with N.6.G.97-93 irrespective of whether
subcontractors have regularly in service fewer thegetemployees in the same business within the
State of North Carolina, and subcontractors shdiidveinafter liable under the Workers’
Compensation Act for payment of compensation and dieefits to its employees for any injury or
death due to an accident arising out of and in the cofifgerformance of the work insured by the
subcontractor.

ERRATA

(7-21-09) Z-4

Revise theStandard Specifications for Roads and Structures July 80C4l projects as follows:
Division 1

Page 1-1, replace AREA - American Railway Engineeringog&iasion with American Railway

Engineering and Maintenance of Way Association.

Page 1-7, removel- in middle of page after INVITATION TO BID and before BORATORY.

Page 1-25, 102-16(R), move 2nd paragraph to left margin. It & part of this subarticle, but part of
the entire article.

Division 2
Page 2-9, Subarticle 225-1(C)* paragraph, ¥ line, last word, add a “d” to make the word grade
becomegraded.
Page 2-15, Subarticle 226-3, 5th paragraph, first line, regiacedrdin with the wordis.
Page 2-23, Subarticle 235-4(B)(9), at the end of the sentegygace finished greater with finished

grade.
Page 2-28, Article 260-3, First paragraph, second line, rethewsordfoot

Division 3
Page 3-13, Article 340-4, Second paragraph, change FlowablalBadkibwableFill

Division 4
Page 4-29, Article 420-13(A) Description, change referenee 8ection 1082 térticle 1081-6.
Page 4-40 Subarticle 420-17(F) first line, change Subarticle 4&B)-1d(B) herein.
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Page 4-70, Article 442-13(B) Second sentence, change SSPC8Etod8SPC Guidé.

Pages 4-72, 4-74, 4-76, at the top of the page, substitute ttirdh8action 452 with Sectiob0.
Page 4-79, at the top of the page, substitute the headingrS&sd with Sectiod52

Page 4-80, change 452-7 to 463t the top of the page.

Page 4-80, change Pay Item __ Steel Pile Retaining VWeBibett Pile Retaining Walls.

Page 4-88, 462-4, Title, Replace last word Measurement vetiwoinhdPAYMENT

Division 5
Page 5-8, Article 501-15 Measurement and Payment, deletehtiparéigraph that begins The quantity
of lime, measured as provided ...
Page 5-14, Article 520-11 Measurement and Payment, first pphagiecond line, deletell be.
Division 6
Page 6-3, Article 600-9, 2nd Paragraph on this page, replace 818-51&#.

Pages 6-30 and 31, Subarticle 610-3(A)(13) Move 2 paragraphs framatgen to the right under the
number (13).

Page 6-43, Article 610-8, 4th paragraph, remove thetliest

Page 6-44, 2nd full paragraph dentence, delete the firahd and addtransverse just before cross-
slope control.

Page 6-51, at the top of the page, &@&if-14 on the same line, and just before the heading
MAINTENANCE.

Page 6-53, Article 620-4 sixth paragraph, second line; the thatcghould bevhich.
Page 6-66, title, Replace EXISTNG wEXISTING

Page 6-66, Article 657-1, Description, first sentence, repR®8/AR (hot-poured rubber asphalt with
hot applied joint sealer.

Page 6-66, Article 657-2, replace PS/AR (Hot-Poured Rubber Asptiathe following:

Item Section
Hot Applied Joint Sealer 1028-2

Page 6-67, at the top of the page, substitute the headingrS&s4 with Sectio657.

Page 6-67, Article 657-3 Construction Methods, 2nd paragraph,ceepl&/AR sealant witlhot
applied joint sealer.

Page 6-71, 660-9(B)(1), Replace the first sentence of gteéragraph with the following:

Using the quantities shown inTable 660-1, apply asphalt material to the existing surface followed
by an application of No. 78 M or lightweight aggregate

Page 6-89; Add a period at the end of the last sentenice bbttom of the page.
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Page 6-90, Article 663-5, first paragraph, first sentencangeh&00F tdb0°F; third paragraph, fourth
sentence change 3250F326°F.

Division 7
Page 7-12, at the top of the page, substitute the headingrS&td with Sectio00.
Page 7-15, Article 710-9, 4th paragraph, last line, change 710-tdl{@)0-D(B).

Division 8
Page 8-13, Article 808-3, 4th Paragraph, third line, replacedzaion withExcavation
Page 8-35, Article 848-2, Item: Replace Cncrete ®ihcrete
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Division 9
Page 9-2, ad€01-3 just before CONSTRUCTION METHODS
Division 10

Page 10-12, near bottom of page &3l before Proportioning and Mixing of Modified Compositions,
which should be bold type.

Page 10-28, at the top of the page, substitute SectidgfaOQ005.

Page 10-54, Subarticle 1018-2A), First line, substitB)efor II, third line, substitutéB)(2) for 11-b.
Pages 10-56, 10-58, 10-60 at the top of the page, substitute S&xk®with Sectiori020.

Page 10-84, Table 1042-1, Class 2, Maximum, change from 23r to

Page 10-84, Article 1042-2 Testing, last sentence, replaeeotiokalterations with the wordcles.
Page 10-100, Table 1056-1, replace on the line for TrapezoidaSieength:

Type 1 Type 2 Type 3 Type 4
Class A Class B Soil Stabilization
45 1b 75 b -- -- 751b

Page 10-116, Subarticle 1070-10, first paragraph, second sentddcar, jast before cold-forged
sleeve.

Pages 10-136 through 10-147, at the top of the page, substitutenS€itd with Sectiod072.

Page 10-157, Article 1077-11, first paragraph, change the refefiemeSubarticle 420-18(B) to
Subarticle 4207(B).

Page 10-200, Subarticle 1080-14(B), change reference to ASTVBD335
Page 10-211, at the top of the page, substitute Section 108%e«iion1082.
Page 10-229, adtD88-6 BLANK on the line above 1088-7 TUBULAR MARKERS.
Page 10-244, adtd89-10BLANK and1089-11BLANK on the lines just above 1089-12 FLAGGER.
Page 10-272, delete Article 1098-6 in its entirety. Renumbgclés 1098-7 through 1098-17 as
Articles 1098-6 through 1098-16 consecutively.
Division 12
Page 12-21 Add266-2 just before the heading MATERIALS.

Division 14
Page 14-33, Article 1413-6, first paragraph, first sentensg|ifie, replace madsith paid for.
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Division 15
Page 15-2 adi500-4 just before the heading WEEKEND, NIGHT AND HOLIDAY WRK.

Page 15-4, Subarticle 1505-3(A)(2), replace the 2nd line witlfotleeving: Provide shielding or
shoring asrequired under Section 150 or asrequired elsewhere in the contract.

Page 15-5, add505-6 on the same line and just before the heading MEASUREMBND
PAYMENT. (Remove the period after PAYMENT.)

Page 15-6, Article 1505-6(3), deleteSection 117%2nd replace it witlkelsewhere in the contract

Page 15-8, add510-4 on the same line and just before the heading MEASUREMBND
PAYMENT.

Page 15-10, substituBLANK for CONSTRUCTION REQUIREMENTS on the same line and
just before 1515-4.

Page 15-10, substitu@ONSTRUCTION REQUIREMENTS for General Requirements
Page 15-10, Article 1515-4, ad) just before the bolded Fire Hydrants.
Page 15-13, Article 1520-3, 8th paragraph, jpigd after diameter.

Page 15-22, add540-3 on the same line and just before the heading CONSTRORT
REQUIREMENTS.

Page 15-28, Replace 1550-6 METHOD OF MEASUREMENT vWtEASUREMENT AND
PAYMENT.
Division 16

Page 16-12, Subarticle 1632-1(C) ¥4 Inch hardware cloth, chhegeinimum width from 24
inches to 48 inches.
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PROJECT SPECIAL PROVISIONS

NOTES TO CONTRACTOR

The Contractor’s attention is directed to the follogvi

No work will be allowed on Sunday’s, or legal State Holiday’s witout the Engineer’s approval.
All Mobilization and Traffic Control are incidental to the vari ous bid items.

Safety Vests shall be worn by all personnel on the project atl times.

Prior to resurfacing or milling, the existing Snowplowable orPermanent Raised Pavement
Markers are to be removed and any depressions filled with aapproved surface mix, unless the
area is to be milled. No direct payment will be made forgrforming this work. The markers
removed will become the property of the contractor.

The Standard Specifications, Section 610-7, “Transportation of A$mlt Mixture” is amended to
include the following: “All covers shall extend down over thesides and back of the vehicle body

for a distance of 12 inches and shall be securely fastened.”

The Contractor shall not close more than one lane of traffic wiout prior approval of the
Engineer.

Portable “Road Construction Ahead” “Low Shoulders” and Unmarked Pavenent Ahead” signs
may be used in lieu of post mounted signs, as directed Hyetengineer. Said signs shall remain in
place until the striping is completed and NC DOT will @ the striping.

Shoulders must be completed prior to application of thermoglstic pavement marking edge lines
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MINORITY BUSINESS ENTERPRISE AND WOMEN BUSINESS
ENTERPRISE:
(PO & MUNICIPALITIES)

(10-16-07) (10-20-09) SP1G68
Policy

It is the policy of the North Carolina DepartmentTofinsportation that Minority Business Enterprises
(MBEs) and Women Business Enterprises (WBEs) as deim&lS 136-28.4shall have the equal
opportunity to compete fairly for and to participate ia gerformance of contracts financed in whole or
in part by State Funds.

Obligation

The Contractor, subcontractor, and sub-recipient siodlidiscriminate on the basis of race, religion,
color, creed, national origin, sex, handicapping condidorage in the performance of this contract.
The Contractor shall comply with applicable requiremeafsGS 136-28.4in the award and
administration of state funded contracts. Failure byGbntractor to comply with these requirements is
a material breach of this contract, which may resulihe termination of this contract or such other
remedy, as the Department deems necessary.

Definitions

Commitment The approved MBE/WBE participation submitted by the erontractor during the
bidding process.

Committed MBE/WBE Any MBE/WBE listed on the MBE/WBE commitment ligpproved by the
Department at the time of bid submission or any MBEBABIlized as a replacement for a MBE/WBE
firm listed on the commitment list.

Department (DOT)North Carolina Department of Transportation (See klpality)

Municipality —The entity letting the contract, when this provisiefers to the Department or DOT, it
shall mean the municipality, if applicable.

Minority Business Enterprise (MBE) A firm certified as a Disadvantaged Minority-Owned Bass
Enterprise through the North Carolina Unified Certtima Program

Women Business Enterprise (WBEXA firm certified as a Disadvantaged Women-Owned Busines
Enterprise through the North Carolina Unified Certtilma Program.

MBE/WBE — This term is used for convenience only. Minority iBass Enterprise and Women
Business Enterprise are not interchangeable terms badgoals for either or both are not
interchangeable.

Goal- The MBE/WBE patrticipation specified herein



Letter of Intent “Written documentation of the bidder/offeror's commitiném use a MBE/WBE
subcontractor and confirmation from the MBE/WBE tihag participating in the contract.

Manufacturer- A firm that operates or maintains a factory otabishment that produces on the
premises the materials or supplies obtained by the &otr

Regular Dealer A firm that owns, operates, or maintains a sta@,ehouse, or other establishment in
which the materials or supplies required for the perfoomarf the contract are bought, kept in stock,
and regularly sold to the public in the usual course of bssin A regular dealer engages in, as its
principal business and in its own name, the purchaseamalease of the products in question. A
regular dealer in such bulk items as steel, cement, gisteele, and petroleum products need not keep
such products in stock, if it owns or operates distribuéiquipment. Brokers and packagers are not
regarded as manufacturers or regular dealers within theingeaf this section.

Form RS-1-D- Form for subcontracts involving MBE/WBE subcontoast attesting to the agreed
upon unit prices and extensions for the affected conteans.

North Carolina Unified Certification Rygram - A program that provides comprehensive information
to applicants for certification, such that an applidgantequired to apply only once for a MBE/WBE
certification that will be honored by all recipier@d§ USDOT funds in the state and not limited to the
Department of Transportation only. The CertificatRnogram is in accordance w8 CFR Part 26

Standard Specifications Fhe general term comprising all directions, provisicasg requirements
contained or referred to in tidorth Carolina Department of Transportation Standard Specifications
for Roads and Structureand any subsequent revisions or additions to such bobkrigassued under
the title Supplemental Specificatians

Contract Goal

The following goals for participation by Minority BussgEnterprises and Women Business Enterprises
are established for this contract.

(A)  Minority Business Enterpris€s%

(1) If the goal is more than zerthe Contractor shall exercise all necessary aasbreble
steps to ensure that Minority Business Enterprisescite in at least the percent of
the contract as set forth above as the goal.

(2) If the goal is zerpthe Contractor shall continue to recruit the MBEd eeport the use
of MBEs during the construction of the project. A goathfaffort will not be required
with a zero goal.

(B) Women Business Enterpris@®
(1) If the goal is more than zerthe Contractor shall exercise all necessary aasbreble

steps to ensure that Women Business Enterprises pddicipat least the percent of the
contract as set forth above as the goal.
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(2) If the goal is zerpthe Contractor shall continue to recruit the WBES eeport the use
of WBEs during the construction of the project. A goathfaffort will not be required
with a zero goal.

Contract Requirement

The approved MBE/WBE participation submitted by the Cabtra shall be theContract
Requirement

Certified Transportation Firms Directory

Real-time information about firms doing business witle Department and firms that are certified
through North Carolina’s Unified Certification Prograsmavailable in the Directory of Transportation
Firms. The Directory can be accessed by the linkhen Department’s homepage or by entering
https://apps.dot.state.nc.us/vendor/directorythe address bar of your web browser. Only firms
identified as MBE/WBE certified in the Directory cae wtilized to meet the contract goals.

The listing of an individual firm in the Department’setitory shall not be construed as an endorsement
of the firm’s capability to perform certain work.

Listing of MBE/WBE Subcontractors in Contract

Only those MBE/WBE firms with current certificati@ne acceptable for listing in the bidder’s submittal
of MBE/WBE participation. The Contractor shall indieahe following required information:

(A) If the goal is more than zeroidders, at the time the bid proposal is submitted, shalnit a
listing of MBE/WBE participation on the appropriate fofjor facsimile thereof) contained
elsewhere in the contract documents in order for ithédbbe considered responsive. Bidders
shall indicate the total dollar value of the MBE/WBEtmgpation for the contract. If the bidder
has no MBE/WBE participation, he shall indicate this the form “Listing of MBE/WBE
Subcontractors” by entering the word or number zerdiis Torm shall be completed in its
entirety. Blank forms will not be deemed to represent zero particigtion. Bids submitted
that do not have WBE/MBE participation indicated on aipgropriate form will not be read
publicly during the opening of bids. The Department will consider these bids for award and
the proposal will be returned to the bidder.

(B) If the goal is zerobidders at the time the bid proposal is submitted, sh&dlr the word “zero”
or number “0” or if there is participation, add the valoe the “Listing of MBE/WBE
Subcontractors” (or facsimile thereof) containedwelsse in the contract documents.

Written Documentation — Letter of Intent

The bidder shall submit written documentation of the biddieror's commitment to use MBE/WBE
subcontractors whose participation it submits to meetordract goal and written confirmation from
each MBE/WBE, listed in the proposal, indicating theirrtipgpation in the contract. This
documentation shall be submitted on the Departmentin fitied “Letter of Intent to Perform as
Subcontractor”. This letter of intent form is asale at:
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http://www.ncdot.org/doh/preconstruct/ps/contracts/lefieient.pdf It shall be received in the office
of the Engineeno later than 12:00 Noon of the 15th calendar day followpegning of bids.

If the bidder fails to submit the letter of intentrficeach committed MBE/WBE listed in the proposal
indicating their participation in the contract, the MBEBE participation will not count toward meeting
the goal.

Counting MBE/WBE Patrticipation Toward Meeting MBE/WBE Goal of Zero or More

(A) If a firm is determined to be an eligible MBE/WBEniir the total dollar value of the
participation by the MBE/WBE will be counted toward ttentract requirement. The total
dollar value of participation by a certified MBE/WBE Mlile based upon the value of work
actually performed by the MBE/WBE and the actual paymemt®MBE/WBE firms by the
Contractor.

(B) When a MBE/WBE performs as a participant in a joiahture, the Contractor may count
toward its MBE/WBE goal a portion of the total valuepairticipation with the MBE/WBE in
the joint venture, that portion of the total dollaiuneabeing a distinct clearly defined portion of
work that the MBE/WBE performs with its forces.

<) (@ The Contractor may count toward its MBE/WBE gady@xpenditures to MBE/WBEs
that perform a commercially useful function in the waika contract. A MBE/WBE
performs a commercially useful function when it is resilde for execution of the work
of the contract and is carrying out its responsitslitiy actually performing, managing,
and supervising the work involved. To perform a commiraieseful function, the
MBE/WBE shall also be responsible with respect toents and supplies used on the
contract, for negotiating price, determining quality and ttyarordering the material
and installing (where applicable) and paying for the matéiself. To determine
whether a MBE/WBE is performing a commercially usefuidtion, the Department will
evaluate the amount of work subcontracted, industry pesctiehether the amount the
firm is to be paid under the contract is commensuratd thie work it is actually
performing and the MBE/WBE credit claimed for its perfanoe of the work, and other
relevant factors.

(2) A MBE/WBE may enter into subcontracts. Work taaMBE/WBE subcontracts to
another MBE/WBE firm may be counted toward the comtrgeal. Work that
a MBE/WBE subcontracts to a non-MBE/WBE firm does cmiint toward the contract
goal. If a MBE/WBE contractor or subcontractor sultcasts a significantly greater
portion of the work of the contract than would be expgabn the basis of standard
industry practices, the MBE/WBE shall be presumed notbé& performing a
commercially useful function. The MBE/WBE may presenidence to rebut this
presumption to the Department for commercially usefultians. The Department’s
decision on the rebuttal of this presumption will balfin

(3) The following factors will be used to determine ifMBE/WBE trucking firm is
performing a commercially useful function.
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(D)

(E)

(@)

(b)

(€)

(d)

(e)

()

The MBE/WBE shall be responsible for the manageraad supervision of the
entire trucking operation for which it is responsibleaoparticular contract, and
there shall not be a contrived arrangement for the gerpbmeeting MBE/WBE
goals.

The MBE/WBE shall itself own and operate at leas¢ fully licensed, insured,
and operational truck used on the contract.

The MBE/WBE receives credit for the total valddlee transportation services it
provides on the contract using trucks it owns, insuresoperates using drivers
it employs.

The MBE/WBE may lease trucks from another MBE/WHH, including an
owner-operator who is certified as a MBE/WBE. The MBBE who leases
trucks from another MBE/WBE receives credit for theakovalue of the
transportation services the lessee MBE/WBE providehemontract.

The MBE/WBE may also lease trucks from a non-MBBE firm, including
from an owner-operator. The MBE/WBE who leases trutthsn a non-
MBE/WBE is entitled to credit for the total value afmsportation services
provided by non-MBE/WBE lessees not to exceed the valugansportation
services provided by MBE/WBE-owned trucks on the contrdaditional
participation by non-MBE/WBE lessees receives credily dor the fee or
commission it receives as a result of the leasengeraent.

For purposes of this paragraph, a lease shall inditetiethe MBE/WBE has
exclusive use of and control over the truck. This dadspreclude the leased
truck from working for others during the term of the leasth the consent of
the MBE/WBE, so long as the lease gives the MBE/WB&okte priority for
use of the leased truck. Leased trucks shall display the aach identification
number of the MBE/WBE. The value of services perfarmender lease
agreements between the MBE/WBE and Contractor willcoant towards the
contract requirement.

A contractor may count toward its MBE/WBE goals 60 pefrcd its expenditures for materials
and supplies required to complete the contract and obtamedMIBE/WBE regular dealer and
100 percent of such expenditures to a MBE/WBE manufacturer.

A contractor may count toward its MBE/WBE goals tblofving expenditures to MBE/WBE
firms that are not manufacturers or regular dealers:

(1) The fees or commissions charged by a MBE/WBE fimnproviding a bona fide service,
such as professional, technical, consultant, or maiahgervices, or for providing bonds
or insurance specifically required for the performanceaoDOT-assisted contract,
provided the fees or commissions are determined todsmmable and not excessive as
compared with fees and commissions customarily allowedimilar services.
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(2) The fees or commissions charged for assistantteeiprocurement of the materials and
supplies, or for transportation charges for the delieémnaterials or supplies required
on a job site (but not the cost of the materialssamplies themselves), provided the fees
are not from a manufacturer or regular dealer and provigetees are determined to be
reasonable and not excessive as compared with feesmaugy allowed for similar
services.

Good Faith Effort for Projects with Goals more than Zero

If the MBE/WBE participation submitted in the bid by theparent lowest responsive bidder does not
meet or exceed the MBE/WBE contract goals, the appénesst responsive bidder shall submit to the
Project Manager documentation of its good faith effontsde to reach each contract goal. One
complete set and 9 copies of this information shafidoeived in the office of the Project Manager no
later than 12:00 noon of the 6th calendar day following iogenf bids. Where the information
submitted includes repetitious solicitation letters il @ acceptable to submit a representative letter
along with a distribution list of the firms that wegelicited. Documentation of MBE/WBE quotations
shall be a part of the good faith effort submittal @asessary to demonstrate compliance with the factors
listed below which the Department considers in judging gadd efforts. This documentation may
include written subcontractor quotations, telephone ldgtimms of verbal quotations, or other types of
guotation documentation.

The following factors will be used to determine if thidder has made adequate good faith effort:

(A Whether the bidder attended any pre-bid meetings that sareduled by the Department to
inform MBE/WBESs of subcontracting opportunities.

(B)  Whether the bidder provided solicitations through alsoeable and available means (e.g.
advertising in newspapers owned and targeted to the MBE&/dBast 10 calendar days prior
to bid opening). Whether the bidder provided written ot all MBE/WBESs listed in the
NCDOT Directory of Transportation Firms, within ti@visions and surrounding Divisions
where the project is located, that specialize in tleasaof work (as noted in the MBE/WBE
Directory) that the bidder will be subletting.

(C)  Whether the bidder followed up initial solicitations inferests by contacting MBE/WBES to
determine with certainty whether they were interstd a reasonable amount of MBE/WBEs
within the targeted Divisions do not provide an intengjtiote or no MBE/WBESs specialize in
the subcontracted areas, the bidder shall notify MBEFg/Butside of the targeted Divisions
that specialize in the subcontracted areas, and ealbthte Contractor Utilization Engineer in
the NCDOT Contractual Services Unit to give notificat of the bidder's inability to get
MBE/WBE quotes.

(D)  Whether the bidder selected portions of the work tpdséormed by MBE/WBEs in order to
increase the likelihood of meeting the contract godlss includes, where appropriate, breaking
out contract work items into economically feasibletaino facilitate MBE/WBE participation,
even when the bidder might otherwise perform these wems with its own forces.

(E)  Whether the bidder provided interested MBE/WBEs with adegarad timely information about
the plans, specifications and requirements of the odntra
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(F)  Whether the bidder negotiated in good faith with intex$/BE/WBESs without rejecting them
as unqualified without sound reasons based on a thorougstigaten of their capabilities.
Any rejection should be noted in writing with a descoptas to why an agreement could not be
reached.

(G) Whether quotations were received from interested MBEEWfirms but rejected as
unacceptable without sound reasons why the quotationscarseered unacceptable.

(H)  Whether the bidder specifically negotiated with sub@mttrs to assume part of the
responsibility to meet the contract MBE/WBE goals whbe work to be sublet includes
potential for MBE/WBE participation.

() Whether the bidder made any efforts and/or offerecstassie to interested MBE/WBES in
obtaining the necessary equipment, supplies, materialg;aimce, and/or bonding to satisfy the
work requirements in the bid proposal.

@) Any other evidence that the bidder submits which shiwat the bidder has made reasonable
good faith efforts to meet the contract goal.

If a bidder is the apparent lowest responsive bidder ar it@n one project within the same letting
located in the same geographic area of the statepad af the good faith effort the Department will
consider allowing the bidder to combine the MBE partitgaas long as the MBE overall goal value
of the combined projects is achieved.

If a bidder is the apparent lowest responsive bidder am it@n one project within the same letting
located in the same geographic area of the statepas af the good faith effort the Department will
consider allowing the bidder to combine the WBE partt@paas long as the WBE overall goal value
of the combined projects is achieved.

If the Department does not award the contract to apparent lowest responsive bidder, the
Department reserves the right to award the contrattetmext lowest responsive bidder that can satisfy
the Department that the contract goal can be mitadradequate good faith efforts have been made to
meet the goal.

MBE/WBE Replacement

The Contractor shall not terminate a committed MBBBEAsubcontractor for convenience or perform
the work with its own forces or those of an afféiat|f the Contractor fails to demonstrate reasanabl
efforts to replace a committed MBE/WBE firm that doest perform as intended with another
committed MBE/WBE firm or completes the work with @&n forces without the Engineer’s approval,
the Contractor may be disqualified from further biddingdqreriod of up to 6 months.

The Contractor shall comply with the following foptacement of committed MBE/WBE.

(A) Performance Related Replacement
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(B)

When a MBE/WBE is terminated or fails to completewtsrk on the contract for any reason,
the Contractor shall take all necessary, reasosaiyes to replace the MBE/WBE subcontractor
with another MBE/WBE subcontractor to perform at fed® same amount of work as the
MBE/WBE that was terminated. The Contractor is emaged to first attempt to find another
MBE/WBE firm to do the same work as the MBE/WBE thats being terminated.

To demonstrate necessary, reasonable good faithseffive Contractor shall document the
steps they have taken to replace any MBE/WBE subcdotracho is unable to perform

successfully with another MBE/WBE subcontractor. Sdobumentation shall include but not
be limited to the following:

(1)

(2)

3)

(4)

Copies of written notification to MBE/WBEs thateir interest is solicited in
subcontracting the work defaulted by the previous MBE/WBEcsntractor or in
subcontracting other items of work in the contract.

Efforts to negotiate with MBE/WBEs for specific soids including, at a minimum:

(a) The names, addresses, and telephone numbers of NBEES/\VWho were
contacted.

(b) A description of the information provided to MBE/W8Eegarding the plans and
specifications for portions of the work to be performed.

For each MBE/WBE contacted but rejected as unqualified, reasons for the
Contractor’s conclusion.

Efforts made to assist the MBE/WBEs contactedhei#ded, in obtaining bonding or
insurance required by the Contractor.

Decertification Replacement

(1)

(2)

When a committed MBE/WBE is decertified by the Dépant _after a Request for
Subcontract has been received by the DepartmentDdapartment will not require the
Prime Contractor to solicit replacement MBE/WBE pgpation equal to the remaining
work to be performed by the decertified firm. The pgréiton equal to the remaining
work performed by the decertified firm will count towahe tcontract requirement.

When a committed MBE/WBE is decertified prior to tBepartment receiving a
Request for Subcontract for the named MBE/WBE firm,Rhiene Contractor shall take
all necessary and reasonable steps to replace theWHESubcontractor with another
MBE/WBE subcontractor to perform at least the sameusminof work to meet the
contract goal or demonstrate that it has made a gabdeféort to do so.

Changes in the Work

When the Engineer makes changes that result in the i@awaetelimination of work to be performed
by a committed MBE/WBE, the Contractor will not e=juired to seek additional participation. When
the Engineer makes changes that result in additional tedbke performed by a MBE/WBE based upon
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the Contractor’'s commitment, the MBE/WBE shall papate in additional work to the same extent as
the MBE/WBE patrticipated in the original contract work.

When the Engineer makes changes that result in extrig which has more than a minimal impact on
the contract amount, the Contractor shall seek addlitarticipation by MBE/WBES unless otherwise
approved by the Engineer.

When the Engineer makes changes that result in aataiteiof plans or details of construction and a
portion or all of work had been expected to be perfornyed committed MBE/WBE, the Contractor
shall seek participation by MBE/WBES unless otherwpg@aved by the Engineer.

When the Contractor requests changes in the work ¢lsattrin the reduction or elimination of work
that the Contractor committed to be performed by a MBEE, the Contractor shall seek additional
participation by MBE/WBEs equal to the reduced MBE/WBE ippdtion caused by the changes.

Reports

All requests for subcontracts involving MBE/WBE subcaotors shall be accompanied by
a certification executed by both the Prime Contraatat the MBE/WBE subcontractor attesting to the
agreed upon unit prices and extensions for the affectettacbritems. This information shall be
submitted on the Department Form RS-1-D, located at:
http://www.ncdot.org/doh/forms/files/FORMRS-1-D.doinless otherwise approved by the Engineer.
The Department reserves the right to require copiesctfab subcontract agreements involving
MBE/WBE subcontractors.

Within calendar days of entering an agreement with &MEBE for materials, supplies or services, not
otherwise documented by a Request for Subcontract asieghetiove, the Contractor shall furnish the
Engineer a copy of the agreement. The documentationdsladad indicate the percentage (60% or
100%) of expenditures claimed for MBE/WBE credit.

All certifications will be considered a part of the ja records, and consequently will be subject to
penalties under State Law associated with falsificatafirecords related to projects.

Commitment

MBE/WBE firms submitted with the Letter of Intent participate in the work shall be used unless
otherwise approved by the Department. Provisionseplacement of MBE/WBE firms are included in
this provision.

Reporting MBE/WBE Participation

(A)  The Contractor shall provide the Engineer with aroanting of payments made to MBE/WBE
firms, including material suppliers, contractors atelels (prime, subcontractor, or second tier
subcontractor). This accounting shall be furnishechéoBngineer for any given month by the
end of the following month. Failure to submit thisormhation accordingly may result in the
following action:

(1) Withholding of money due in the next partial pay esténor
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(2) Removal of an approved contractor from the prequélfidders list or the removal of
other entities from the approved subcontractors list

(B) The Contractor shall report the accounting of paymemsthe Department’s MBE/WBE
Subcontractor Payment Information Form DBE-IS, whiclis available at
http://www.ncdot.org/doh/forms/files/DBE-IS.xIsThis shall be reported to the Engineer.

(C) Contractors reporting transportation services provigeaoln-MBE/WBE lessees shall evaluate
the value of services provided during the month of thertegoperiod only.

Prior to payment of the final estimate, the Contyachall furnish an accounting of total payment to
each MBE/WBE. A responsible fiscal officer of they@a contractor, subcontractor, or second tier
subcontractor who can attest to the date and amounkte glayments shall certify that the accounting
IS correct.

While each contractor (prime, subcontractor, 2nd ti@ocentractor) is responsible for accurate
accounting of payments to MBE/WBEs, it shall be thenprcontractor’s responsibility to report all
monthly and final payment information in the corregporting manner.

Because NCDOT funding is being used to fund this projedtyrdaon the part of the Contractor to
submit the required information in the time frame spetiimay result in the disqualification of that
contractor and any affiliate companies from furtheldlsig on any NCDOT funded projects until the
required information is submitted.

Because NCDOT funding is being used to fund this projediydapn the part of any subcontractor to
submit the required information in the time frame spetiimay result in the disqualification of that

contractor and any affiliate companies from furtherki@ on any State or Federally funded projects
until the required information is submitted.

Failure to Meet Contract Requirements

Failure to meet contract requirements in accordancé Witicle 102-16(J) of theStandard
Specificationsnay be cause to disqualify the Contractor.

PORTLAND CEMENT CONCRETE (Alkali-Silica Reaction)

2-20-07 SP10 R16

Revise the2006 Standard Specificatioas follows:
Article 1024-1(A), replace the 2nd paragraph with the follgewin

Certain combinations of cement and aggregate exhiladaarse alkali-silica reaction. The alkalinity of

any cement, expressed as sodium-oxide equivalent, shakoeed 1.0 percent. For mix designs that
contain non-reactive aggregates and cement with an etidkent less than 0.6%, straight cement or a
combination of cement and fly ash, cement and groundulgttad blast furnace slag or cement and
microsilica may be used. The pozzolan quantity shallemoeed the amount shown in Table 1024-1.
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For mixes that contain cement with an alkali contleetween 0.6% and 1.0%, and for mixes that
contain a reactive aggregate documented by the Departregatdless of the alkali content of the
cement, use a pozzolan in the amount shown in Table 1024-1.

Obtain the list of reactive aggregates documented bpdpartment
at:http://www.ncdot.org/doh/operations/materials/pdf/quarryadrpdf

Table 1024-1
Pozzolans for Use in Portland Cement Concrete
Pozzolan Rate
Class F Fly Ash 20% by weight of required cement conteitt, 1.2

Ibs Class F fly ash per Ib of cement replaced
Ground Granulated Blast Furnace Slag  35%-50% by weight of eelquement content
with 1 Ib slag per Ib of cement replaced
Microsilica 4%-8% by weight of required cement conterithw
1 Ib microsilica per Ib of cement replaced

WATER FOR CONCRETE

(10-19-10) SP10 R17

Revise theStandard Specificatiorfer Roads and Structuress follows:
Page 10-63, Article 1024-4eplace article with the following:
1024-4 WATER

Ensure that water used to condition, wash, or as agrait part of materials is clear and free from
injurious amounts of oil, acid, alkali, organic matterpther deleterious substance. It shall not be salty
or brackish. Water used in the production of concretgrout shall be from wells or public water
systems which are suitable for drinkihg and must meet tbeteria listed in
Table 1024-1.

Test all water from wells and public water supplies fralhout of state locations and in the following
counties: Beaufort, Bertie, Brunswick, Camden, Cartee&bowan, Craven, Currituck, Dare, Gates,
Hyde, New Hanover, Onslow, Pamlico, Pasquotank, Perlquimans, Tyrell, and Washington
unless the Engineer waives the testing requirementger\Wam a municipal water supply in all other
NC counties may be accepted by the Engineer withoungest

TABLE 1024-1
ACCEPTANCE CRITERIA FOR WATER
USED IN THE PRODUCTION OF CONCRETE

Requirement Limit Test Method
Compressive Strength, minimum 90 percent NCDOT Modified /
percent of control at 3 and 7 days AASHTO T106
Time of set, deviation from From 1:00 hr. earlier NCDOT Modified /
control to 1:30 hr. later AASHTO T131
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NCDOT Modified /

pH 4510 8.5 AASHTO T26
Chloride lon Content, Max. 250 ppm ASTM D512
. . NCDOT Modified / Standard
Total Solids Content (Residue), 1000 ppm Methods for Examination of Water
Max.
and Wastewater
. . NCDOT Modified /
Resistivity, Min. 0.500 kohm-cm ASTM D1125
NCDOT Modified /
Sulfate as SQ Max. 1500 ppm ASTM D516
Presence of Sugar None NCDOT Procedure
. . NCDOT Modified /
Dissolved Organic Matter None AASHTO T26

Page 10-65, Article 1026-4eplace article with the following:
1026-4 WATER

All water used for curing concrete shall meet the reqmergs of Article 1024-4 and
Table 1024-1. Water from wells, streams, ponds, or pulbliemsystems may be used.

Concrete Island Channel Post

04-18-07
All concrete or paved channelization islands shaleba2 inch diameter round or square smooth wall
hole drilled, cored, formed or air hammered to the subegead back-filled with soil placed a minimum
of 10 feet from the nose of each end of the islandRslseStd Dwg 904.50), or as directed by the
Engineer. All sign supports that are to be erectedhereexisting or proposed concrete or paved
channelization islands shall meet the same requiresment
DDC904.50

2'-6" CONCRETE CURB AND GUTTER (Special)

(7-1-95) (Rev 7-18-06) SP8 R40

Description

Construct 2'-6" Concrete Curb and Gutter (Special) inrdece with the requirements of Section 846
of the Standard Specificationand to the dimensions in accordance with the detaithe plans as
directed by the Engineer.

Measurement and Payment

2'-6" Concrete Curb and Gutter (Specialjll be measured and paid for in linear feet in accozdan
with Article 846-4 of theStandard SpecificationsSuch price and payment will be full compensation
for all work of constructing curb and gutter, including but hmited to excavating and backfilling,
furnishing and placing concrete and constructing joints.
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Payment will be made under:

Pay Item Pay Unit
2'-6" Concrete Curb and Gutter (Special) Linear Foot

COOPERATION WITH STATE FORCES AND OTHER
CONTRACTORS

The Contractor must cooperate with State forces dmel abntractors working within the limits of this
project as directed by the Engineer. Contractors arasubactors doing the concrete or pavement
marking work must respond to a request to be on the plwvghin 5 working days or liquidated
damages will be assessed at a rate of $1,000.00 per calendar day

DAMAGE TO EXISTING PAVEMENT, BASE, SUBGRADE, AND
PROPOSED PAVEMENT

In addition to the requirements of the Standard Speaificstoncerning this subject, the Contractor is
cautioned that he will be held responsible for all damagéhe pavement, base, and subgrade caused
by his operations, including but not limited to, ruttingl @hoving of the existing or proposed pavement
and yielding or rutting of the existing base and subgrade.

The Contractor is cautioned to limit the weight ofdugiipment and the frequency of hauls so as to not
damage the existing pavement, base, subgrade and the prppuseent.

Any subgrade or base failures which the Contractor fmas to the beginning of his operations or
during the conditioning of the existing base are to bednt to the attention of the Engineer in writing.
Repairs to those areas will be made by DOT forcaxe@hese deficient areas have been repaired, the
requirements of this Special Provision will fully apply.

DRIVEWAYS AND PRIVATE PROPERTY

The Contractor shall maintain access to drivewayslfaesidents and property owners throughout the
life of the project.

The Contractor shall not perform work for privatezatis or agencies in conjunction with this project
or within the project limits of this contract. Adyiveway paved by a Contractor which ties into a
NCDOT system road being paved by the Contractor mugabed either prior to the road paving
project or after its completion.
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MAINTENANCE OF PROJECT

The Contractor shall be responsible for maintainirgggroject as directed by Section 104-10 in the
Standard Specifications

NIGHT OPERATIONS

The Contractor may, with the approval of the Engineenduct his operations during night hours. For
the purposes of this contract, night hours shall be etbfis the period between dusk and dawn when
natural light, as determined by the Engineer or his sgptative, is insufficient to safely and effectively
perform contract operationsn this contract night operations shall be from 9:00 PM until5:30

AM.

If the Contractor elects to perform any phase ofdbistract during night hours, he shall submit, in
writing, to the Engineer, a full and complete plan faffit control and construction lighting which shall
be approved prior to beginning construction.

All traffic control devices shall meet the requirensefar night use as set forth in the North Carolina
Department of Transportation Standard Specification®&&ds and Structures, North Carolina
Department of Transportation Roadway Standards Drawamgkthe current Manual of Uniform
Traffic Control DeviceMUTCD).

NOTIFICATION OF OPERATIONS

The Contractor shall notify the Engineer one-weekdwmance of beginning work on this project. The
Contractor shall give the Engineer sufficient noti€alboperations for any sampling, inspection or
acceptance testing required.

SUBSURFACE INFORMATION

(7-1-95) SP1 G112

There isno subsurface information available on this project. e ontractor shall make his own
investigation of subsurface conditions.

GLASS BEADS

(7-18-06) SP10 R35

Revise theStandard Specificatiorss follows:
Page 10-223, 1087-4(C) Gradation & Roundness
Replace the second sentence of the first paragraphhgitiollowing:

All Drop-On and Intermixed Glass Beads shall be tested in accordartd®itM D1155.
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Delete the last paragraph.

PAVEMENT MARKING LINES

(11-21-06) (Rev. 08-17-10) SP12 RO1

Revise the2006 Standard Specificatioas follows:

Page 12-2, 1205-3(D) Time Limitations for Replacemenadd the following at the beginning of the
chart:

Facility Type Marking Type Replacement Deadline
Full-control-of-access multi-laneAll markings By the end of each workday's
roadway (4 or more total lanes) anithcluding operation if the lane is opened to
ramps, including Interstates symbols traffic

Page 12-5, 1205-3 (H) Observation Peripdelete 1205-3 (H) and replace with the following:

Maintain responsibility for debonding and color of thevgraent markings during a 12 month
observation period beginning upon final acceptance of fiteject as defined under
Article 105-17. Guarantee the markings under the payment afarpance bond in accordance with
Article 105-17.

During the 12 month observation period, provide pavemenkingamaterial that shows no signs of

failure due to blistering, chipping, bleeding, discoloratismearing or spreading under heat or poor
adhesion to the pavement materials. Pavement martkiagsiebond due to snowplowing will not be

considered a failed marking. Replace, at no additionalnsgpéo the Department, any pavement
markings that do not perform satisfactorily under trafficing the 12 month observation period.

Page 12-8, 1205-4 (C) Applicatigndelete the last two sentences of the second paragnapteplace
with the following:

Produce in place markings with minimum retroreflectiveiea shown below, as obtained with a LTL
2000 Retroreflectometer or Department approved mobile redgotometer. Retroreflective
measurements will be taken within 30 days after finagstaent of the pavement marking.

Page 12-9, 1205-4 (D) Observation Peripdelete the entire section and replace with theviatiQ:

In addition to the requirements of Subarticle 1205-3(H), taminresponsibility for minimum
retroreflective values for a 30-day period beginning uporttigineer’s acceptance of all markings on
the project. Guarantee retroreflective values of ttekimgs during the 30-day period under the
payment and performance bond in accordance with Adt@tel17.

Page 12-9, 1205-5 (B) Applicatigndelete the second sentence of the fourth paragrapheplate
with the following:
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Produce in place markings with minimum retroreflectiviiea shown below, as obtained with a LTL
2000 Retroreflectometer or Department approved mobile redfgotometer.  Retroreflective
measurements will be taken within 30 days after finagstaent of the pavement marking.

Page 12-10, 1205-5 (C) Observation Peripdelete this entire section and replace with theviatig:

Maintain responsibility for minimum retroreflectivealues for a 30-day period beginning upon
satisfactory final placement of all markings on thejgob Guarantee retroreflective values of the
markings during the 30-day period under the payment and perfaentantd in accordance with
Article 105-17.

Page 12-14, Article 1205-9, Maintenancelelete Article 1205-9 and replace with the following:

Replace pavement markings that prematurely deterioralletofaadhere to the pavement, lack
reflectorization, or are otherwise unsatisfactory myrhe life of the project or during the 12 month
observation period as determined by the Engineer apstot@ the Department.

Upon notification from the Engineer, winterize the jpob by placing an initial or additional application
of paint pavement marking lines in accordance with Ertl®05-8. Payment folPaint Pavement
Marking Linesrequired to winterize the project will be made in adeoice with Article 1205-10 except
that no payment will be made on resurfacing projectsrevipaving is completed more than 30 days
prior to the written notification by the Departmehat winterization is required.

Page 12-14, Article 1205-10, Measurement and Paymeiatdd the following after the first sentence
of the first paragraph:

In addition, Paint Pavement Marking Linesill be paid per linear foot for each 15 mil application
placed in accordance with Subarticle 1205-8(C).

TIME LIMITATION FOR PAVEMENT MARKINGS AND
MARKERS ON NEWLY RESURFACED AREAS

(12-18-07) (Rev. 08-17-10) RWZ-4
Markings: Two-Lane, Two-Way Facilities

For all two-lane, two-way facilities, place all edgee$ and other symbols within 30 calendar days after
they have been obliterated by the resurfacing operation

Markings: All Facilities

The observation period for pavement markings on a speundip are subject to all requirements as
specified in the Project Special Provision entitled VEMENT MARKING LINES” contained
elsewhere in the contract and begins with the setfacompletion of all pavement markings required
on that specific map.

Any portion of stop bars that are obliterated at s#etions of a multilane roadway and all its
approaches shall be replaced by the end of each work @ayt@ropening the lane to traffic. Any
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portion of stop bars that are obliterated at 2-lane R+wadway intersections shall be replaced by the
end of &' calendar day.

Prior to opening the lane(s) to traffic, all pavemenatrkings that are obliterated by milling should be
replaced as specified in Subarticle 1205-3(D) Time Limitatifor Replacement of th&tandard
Specification®r as stated herein.

Final pavement marking applications of paint shall begolac 2 applications of 15 mils wet each. Each
application of paint pavement marking lines will be meadwand paid for as the actual number of linear
feet of pavement marking lines that have been satisfiyplaced and accepted by the Engineer.
Markers: All Facilities

Install permanent pavement markers within 60 calendar alégs completing the resurfacing on each
map.
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ROADWAY STANDARD DRAWINGS FOR PAVEMENT MARKINGS
AND MARKERS

(7-18-06) RWZ-5
Use the following in conjunction with tHetandard Specifications:
Standard Pavement Markings Roadway Standard Drawings
1205.01, 1205.02, 1205.03, 1205.04, 1205.05, 1205.06,
1205.07, 1205.08, 1205.09, 1205.10, 1205.11, 1205.12

Raised Pavement Markers Roadway Standard Drawings
1205.12, 1250.01, 1251.01

Snowplowable Pavement Markers Roadway Standard Drawings
1250.01, 1253.01

PERMANENT RAISED PAVEMENT MARKERS

DESCRIPTION:

The work covered by this special provision consistsiafishing, installing, and maintaining raised
reflective pavement markers in accordance with thes@ad specifications.

MATERIALS:

All materials for raised reflective pavement markéralsneet the requirements of the North Carolina
Department of Transportation Standard SpecificationR&ads and StructureSection 1252 with the
following exceptions:

Hot bitumen adhesive shall be used for mounting the paxtemarkers to the pavement as detailed in
Section 1081-7 of the Standard Specifications for Roads tandi@es Other adhesives such as epoxy
or cold bituminous adhesive pads will not be acceptable.

The raised reflective marker shall be of the glass ks type and shall be as illustrated on Detail 1
herein.

CONSTRUCTION METHODS:

Construction methods shall meet the requirements dfithth Carolina Department of Transportation
Standard Specifications for Roads and Structufsction 1252.

Prequalification Raised reflective pavement markerseageired to be pre-qualified by the North
Carolina Department of Transportation-Traffic EnginggBranch. The process of pre-qualification
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will be accomplished through the Traffic Engineering BranFor more information on the pre-
qualification process contact the Traffic Engineeringri@h-Traffic Control Unit at (919) 250- 4151.

METHOD OF MEASUREMENT:

The quantity of raised reflective pavement markers tpdie for will be the actual number of markers
which have been satisfactorily installed and accepyatidoEngineer.

Any reference to quantities is provided as an estimalig and shall not serve to obligate the
Department to purchase any minimum amount, nor shalacty reference serve to furnish any
maximum amount which the Contractor is required to farnis

BASIS OF PAYMENT:

The quantity of raised reflective pavement markers, uredsas provided above, will be paid for at the
contract unit price each for "Permanent Raised Pavielharkers (color)”. Such price and payment
will be full compensation for all work covered by thio©vision including but not limited to, bituminous
(hot-melt) adhesive, required traffic control devicepjipment and incidentals, cleaning of pavement
surface and furnishing and installing raised reflectiveepsant markers.

REFLECTOR TYPE

The Contractor's attention is directed to the faat dmly Type I, Type Il, Type Ill, and Type IV
reflectors are shown on the Summary of Quantitigse Contractor shall also furnish and install Type I,
Type Il, Type lll, and Type IV reflectors as directedtbg Engineer.

The reflector types and colors are as listed below:

TYPE FACE A FACE B
I Crystal Plain
[l Yellow Yellow
1 Crystal Red
\V Yellow Red

PLAN, DETAIL AND QUANTITY ADJUSTMENTS

The Department reserves the right to make, at anyduriag the progress of the work, such
alterations in plans or the details of constructiomayg be found necessary or desirable by the Engineer
to complete the project.
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PRECONSTRUCTION CONFERENCE

In accordance with Section 108-3 of the Standard Spefisata preconstruction conference will be
required prior to beginning work. The contractor will pdevJob Mix Formulas at the Preconstruction
Conference.

PROSECUTION AND PROGRESS

The Contractor shall pursue the work diligently with woeknm sufficient numbers, abilities, and
supervision, and with equipment, materials, and methodsrstruction as may be required to
complete the work described in the contract by the cetopl date and in accordance with Section 108
of the _Standard Specificatians

The Contractor's operations are restricted to dayights. No work may be performed on Sundays
and Legal State holidays. Work shall only be performednweather and visibility conditions allow
safe operations.

The contractor shall temporarily remove his equipmenmhfthe travelway for emergency vehicles and
school buses as directed by the Engineer

MOBILIZATION

In Article 800-2 of the Standard SpecificatipiSompensation”, is deleted; therefore;
Payment for Mobilization will be considered incidertathe various bid items

TRAFFIC CONTROL

Maintain traffic in accordance with Divisions 10, 11 &l of theStandard Specificationshe latest
revisions thereto and the following provisions:

Use a lane closure (refer to tReadway Standard Drawindsos. 1101.02, 1101.11, 1110.02, 1130.01
and details for the Advance Work Zone signing in conjracta slow-moving operation as shown in
details of this contract. Use a moving operation drtlye minimum speed maintained at all times is 3
mph with no stops that narrow or close a lane ofelralf the moving operation is progressing slower
than 3 mph at any time, install a lane closure. Marhe existing traffic pattern at all times, exciept
the immediate work zone where lane closures are al@saletermined by the Engineer.

Refer to Attached Details and thlRoadway Standard Drawingsos. 1101.02, 1101.03, 1101.04,
1101.05, 1101.11, 1110.01, 1110.02, 1115.01, 1130.01, 1135.01, 1145.01, 1150.01, 1165.01, 1170.01
and 1180.01 when closing a lane of travel in a stationamk veone such as pavement patching
resurfacing, or pavement marking removal. Properly dialthcones may be used instead of drums for

lane closures during daylight hours. However, drums areregfjfor the upstream taper portion of

lane closures in all applications. The stationaryknmiyne shall be a maximum of 3 miles in length at
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any given time unless otherwise directed by the Enginéepilot vehicle operation may be used in
conjunction with flaggers and the appropriate pilot vehgening signing as directed by the Engineer.
During periods of construction inactivity, return thefficgpattern to the existing alignment and remove
or cover any work zone signs. When covering work zpes, use an opaque material that prevents
reading of the sign at night by a driver using high beaadllghts. Use material, which does not
damage the sign sheeting. Replace any obliterated marksgequired by other sections of the
Standard Specificatiorsnd the Engineer.

When personnel and/or equipment are working on the shoadij@cent to an undivided facility and
within 5 feet of an open travel lane, close the regappen travel lane using t&adway Standard
Drawings No. 1101.02 unless the work area is protected by barriguardrail. When personnel
and/or equipment are working on the shoulder, adjacentdivideed facility and within 10 feet of an
open travel lane, close the nearest open traveligsing theRoadway Standard Drawindso. 1101.02
unless the work area is protected by barrier or guardidlhen personnel and/or equipment are
working within a lane of travel of an undivided or dividedility, close the lane according to the traffic
control plansRoadway Standard Drawings as directed by the Engineer. Conduct the work o tha
all personnel and/or equipment remain within the closaekt lane. Do not work simultaneously, on
both sides of an open travel way, within the samation, on a two-lane, two-way road. Do not
perform work involving heavy equipment within 15 feet of #dge of travel way when work is being
performed behind a lane closure on the opposite sideeofrélvel way. Perform work only when
weather and visibility conditions allow safe operasi@as directed by the Engineer.

Do not exceed a difference of 2 inches in elevatidwéen open lanes of traffic for nominal lifts of 1.5
inches. Install advance warning UNEVEN LANES signs3(¥\ at 48” X 48”) 500 feet in advance and
a minimum of once every half mile throughout the unearea.

Backfill at a 6:1 slope up to the edge and elevation ofiegipavement in areas adjacent to an open
travel lane that has an edge of pavement drop-off lasvil

(A) Drop-off that exceeds 2 inches on roadways withgubspeed limits of 45 mph or greater

(B) Drop-off that exceeds 2 inches on roadways withgmbspeed limit less than 45 mph.
Backfill the unacceptable drop-off with suitable compactederial, as approved by the Engineer, at no
expense to the Department. This work is not consideng¢dpshoulder reconstruction.

When utilizing a slow-moving operation for such itemspasement marking placement, pavement
marker installation and pesticide spraying, the slow ngpwperation caravan shall consist, as a
minimum, of the vehicles and devices shown on the Mp@peration Caravan Detail(s) herein. Traffic

cones may be used when necessary to provide additionetpoo of wet pavement markings. Ballast

all traffic cones so they will not be blown over tiogffic.

Submit a sequence of operation for all maps to the Emgeethe first pre-construction meeting for
approval by the Engineer. Approved sequence can not dredalvithout written permission of the
Engineer.

Notify the Engineer 48 hours before milling or resurfgamill interfere with the existing Signal Loops.

Loops may need to be placed in milled surface beforefeesuy occurs. Coordinate all signal loop
operations with the Engineer.
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Notify the Engineer 15 consecutive calendar days be&seriacing a bridge or its approaches. Patch
and make repairs to bridge surface and its approaches befrdacing occurs. Coordinate all
operations on the bridge and its approaches with the &agin

Notify the Engineer 48 hours before resurfacing the anéa&xisting pavement that require patching.
Patch these areas before resurfacing occurs. Alldwddpth asphalt patching to cool to the point of
supporting traffic without displacement or rutting beforepening closed lane. Coordinate the
resurfacing operations of the patched areas with then&egi

During a resurfacing only operation, bring all newly réseed lanes to the same elevation within 72
hours.

For partial or wheel track miling operations on twoywawo-lane facilities, mill and pave back by the
end of each workday. For partial or wheel track miloperations on multi-lane facilities, the lane
being milled may be left closed and paved back within 72shour

The following options are acceptable during Resurfacinigigiiloperations on two-way, two-lane
facilities when the entire roadway or entire lan®ibe milled:

(A) Mill a single lane and pave back by the end of eastk day.
(B) Mill the entire width of roadway and pave back witii2 hours.

The following options are available during Resurfacindifgiloperations on multi-lane facilities when
all lanes or a single lane in one direction are toltled:

(A) Mill the entire width of pavement for all lanes be milled in any given direction daily and pave
back within 72 hours.

(B) Mill a single lane and pave back by the end of eaatk day.

(C) Mill a single lane, leave a lane closure in andedaack within 72 hours.

Slope the pavement at the beginning and ending of the whdiigg operation as directed by the
Engineer. Sweep and remove all milled material froertfadway as soon as the daily milling operation
is completed. Continue miling operations until the paféic section of roadway being milled is
complete. Remove any existing pavement adjacent tontlexl area, that has been damaged, and
replace with patch material as directed by the Engineer.

Maintain vehicular access in accordance with Sectib®1-13 of theStandard Specificationasing
suitable backfill material approved by the Engineer.

Operate equipment and conduct operations in the same aliredithe flow of traffic. Do not cross
medians with equipment, except at properly designated iciagels.

Review and record the existing pavement markings and nsgpkier to resurfacing. Use the record of
existing pavement markings and markers in conjunction thi#tRoadway Standard Drawings re-
establish the proposed pavement markings and markers ottleswise directed by the Engineer.

Provide appropriate lighting in accordance with Section 141the Standard Specificationghen
electing to perform paving at night at no expense t@gartment.
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Remove existing pavement markers in preparation for gaviRepair any pavement damage due to
existing pavement marker removal prior to the end ofwbhek day. Dispose of existing pavement
markers as directed by the Engineer. No direct paymdhtoavimade for this work, as it will be
incidental to the paving operation.

No direct payment will be made for the signing and wadfontrol items including Truck Mounted
Impact Attenuators (TMIA - see Section 1165 of tB&ndard Specificationand theRoadway
Standard Drawings This work will be considered incidental to the was other bid items in the
contract.

Flaggers
Page 11-13
1150-3 Construction Methods
Revise the2006 Standard Specifications as follows:
Page 11-13, Subarticle 1150-3, replace the section with the follogi

Provide the services of a properly equipped and qualified flagger(sR(evay Standard Drawing
1150.01) at locations and times for such periods as necessary for tloé @odtprotection of
vehicular and pedestrian traffic. Anyone who controls traffic wikog/slow paddle around a work
crew is required to be qualified. Qualification consists of ekggér receiving proper training in the
set-up and techniques of safely and competently performing a flagging ope@uialification of
flaggers is to be done at an NCDOT approved training agency. For a tehgleg of these, see the
Work Zone Traffic Control’'s webpad#tp://www.ncdot.gov/doh/preconstruct/wztc/

The following guidelines will be used during the transition to qualifiagders.

After July 1, 2010, all flaggers must be qualified by under going training byCbRT qualified
agency

Any TIP project Let after July 1, 2010 must meet the qualified flagging requirements

Any TIP project Let before July 1, 2010and doesn’t complete before the July 1, 2010 date shalll
be required to have a qualified flagger from the July 1, 2011tdaimject completion.

Any activity within NCDOT'’s Right-Of-Way after July 1, 2010 shall meet the qualified flagging
requirements.

This requirement does not include “spotting traffic” fasrkers in the road.
There is no “on the job training” (OJT) requirement doalification

Each flagger is required to be re-qualified every four (4yye
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“Train the Trainer” programs are available to qualégg@ers within your agency. An approved
listing of these is provided on the Work Zone Traffim@ol's webpage
http://www.ncdot.gov/doh/preconstruct/wztc/

Flagging operations are not allowed for the convenience of the Contramerations. However, if
safety issues exist (i.e. sight/stopping site distance), the Eengireey approve the use of flagging
operations. Use flagging methods that comply with the guidelines in theO@U

WORK ZONE SIGNING

Description

Install and maintain signing in accordance with Divisid1 and 12 of th8tandard Specificationshe
Roadway Standard Drawingsd the latest revisions thereto, and the followingyiprans:

Furnish, install, maintain, and remove advance wamiatk zone signs and any required lane closure
signing.

Furnish, install, and maintain general work zone warsigns for resurfacing and/or milling such as
ROUGH ROAD (W8-8 at 48" X 48") (for milling only), UNEVENANES (W8-11 at 48" X 48"),
LOW SHOULDER (W8-9 at 48" X 48"), LOW / SOFT SHOULDER (DNo. 16-79860 at 48" X
48"), UNMARKED PAVEMENT AHEAD (DOT No. 116087130 at 48" X 48") amD NOT PASS
(R4-1 at 24" X 30"). When construction is completed in amgrgarea of the project, relocate signs to
the next work site, as directed by the Engineer. Rertloese signs at the completion of the project.

All work zone signs may be portable.
Construction Methods
(A) General

Install all warning work zone signs before beginning kvon a particular map. If signs are installed
three days prior to the beginning of work on a particmap, cover the signs until the work begins.
Install each work zone warning sign separately and nahe same post(s) with any other sign except
where an advisory speed plate or directional arrow 8.use

(B)  Advance Warning Work Zone Signs

Install advance warning work zone signs (see attachedil®and theRoadway Standard Drawings
Nos. 1101.02 and 1110.01 and advance signing details) prior to bgoafnwork and remove upon
final completion of the project. If there is a periodconstruction inactivity longer than two weeks,
remove or cover advance warning work zone signs. larcagivance warning work zone signs no
more than 3 days before work resumes. All other opermtould be suspended upon failure to comply
with the above requirements. Such suspended operationsl wotilbe resumed until the above
requirements are fulfilled.
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(C) Lane Closure Work Zone Signs

Install any required lane closure signing needed during fheflithe project in accordance with the
Roadway Standard Drawinds¢os. 1101.02, 1101.11 and 1110.02.

(D)  General Work Zone Warning Signs

Install general work zone warning signs for resurfacimgy@ milling such as ROUGH ROAD (W8-8
at 48" X 48") (for milling only), UNEVEN LANES (W8-11 at 4&X 48"), LOW SHOULDER (W8-9
at 48" X 48") and LOW / SOFT SHOULDER (W8-9B at 48" X 48”)lamile intervals starting at a
minimum of 500 feet in advance of the condition for baitections of travel (undivided roadways only)
and at any other points determined by the Engineer.

Install the LOW SHOULDER (W8-9 at 48" X 48") or LOW / SDISHOULDER (DOT No. 16-
79860 at 48” X 48”) signs prior to any resurfacing in an arearevishoulder construction will be
performed.

Install general work zone warning signs such as UNMARKBBVEMENT AHEAD (DOT
No. 116087130 at 48" X 48") and DO NOT PASS (R4-1 at 24" X 30") atilynat 1/2 mile intervals
starting at a minimum of 500 feet in advance of the cmmdfor both directions of travel (undivided
roadways only) and at any other points determined byBhgineer. Install signs prior to the
obliteration of any pavement markings.

Measurement and Payment

No direct payment will be made for Work Zone Signing wshswork will be considered incidental to
the various other bid items in the contract.
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EXECUTION OF BID

NON-COLLUSION AFFIDAVIT, DEBARMENT CERTIFICATION AN D GIFT BAN CERTIFICATION

CORPORATION

The person executing the bid, on behalf of the Bidder, being dulynssaemnly swears (or affirms) that neither he, nor afigiaif
agent or employee of the bidder has entered into any agrequaditipated in any collusion, or otherwise taken any actiuighnis in
restraint of free competitive bidding in connection with anydsidontract, and that the Bidder intends to do the work withvits
bonafide employees or subcontractors and is not bidding for thétlefranother contractor.

In addition, execution of this bid in the proper manner also caotesithe Bidder's certification of status under penalty ofipednder
the laws of the United States in accordance with the Deba@eetification attached, provided that the Debarment Cextifin also
includes any required statements concerning exceptions that aicahigpl

N.C.G.S. § 133-32nd Executive Order 24 prohibit the offer to, or acceptancaryyState Employee of any gift from anyone with a
contract with the State, or from any person seeking to dodssiwith the State. By execution of any response in thisreroent,
you attest, for your entire organization and its emploge@gients, that you are not aware that any such gift hasolfessd, accepted,
or promised by any employees of your organization.

SIGNATURE OF CONTRACTOR

Full name of Corporation

Address as prequalified

Attest By
Secretary/Assistant Secretary President/Vice Preshteigtant Vice President
Select appropriate title Select appropriate title
Print or type Signer's name Print or type Signer's name

CORPORATE SEAL

AFFIDAVIT MUST BE NOTARIZED

NOTARY SEAL

Subscribed and sworn to before me this the

day of , 20

Of

Signature of Notary Public
County

State of
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My Commission Expires
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EXECUTION OF BID
NON-COLLUSION AFFIDAVIT, DEBARMENT CERTIFICATION AN D GIFT BAN CERTIFICATION

PARTNERSHIP

The person executing the bid, on behalf of the Biddengoduly sworn, solemnly swears (or affirms) that resithe, nor
any official, agent or employee of the bidder has edténto any agreement, participated in any collusiorgtioerwise
taken any action which is in restraint of free contet bidding in connection with any bid or contrachdathat the
Bidder intends to do the work with its own bonafide em@ésyor subcontractors and is not bidding for the beaffit
another contractor.

In addition, execution of this bid in the proper manneo @bnstitutes the Bidder's certification of status upeeslty of
perjury under the laws of the United States in accordaittethe Debarment Certification attached, provideat tine
Debarment Certification also includes any required statgts concerning exceptions that are applicable.

N.C.G.S. 8§ 133-32 and Executive Order 24 prohibit the offeort@cceptance by, any State Employee of any gift from
anyone with a contract with the State, or from @eyson seeking to do business with the State. By exmcotiany
response in this procurement, you attest, for your eeotiganization and its employees or agents, that yonairaware
that any such gift has been offered, accepted, or prdrbisany employees of your organization.

SIGNATURE OF CONTRACTOR

Full Name of Partnership

Address as Prequalified

By

Signature of Witness Signature of Partner

Print or type Signer's name Print or type Signer's name

AFFIDAVIT MUST BE NOTARIZED

Subscribed and sworn to before me this the

day of 20

NOTARY SEAL

Signature of Notary Public

of County

State of

My Commission Expires:
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EXECUTION OF BID
NON-COLLUSION AFFIDAVIT, DEBARMENT CERTIFICATION AN D GIFT BAN CERTIFICATION

LIMITED LIABILITY COMPANY

The person executing the bid, on behalf of the Biddengoduly sworn, solemnly swears (or affirms) that resithe, nor
any official, agent or employee of the bidder has edténto any agreement, participated in any collusiorgtioerwise
taken any action which is in restraint of free contet bidding in connection with any bid or contrachdathat the
Bidder intends to do the work with its own bonafide em@dsyor subcontractors and is not bidding for the beaffit
another contractor.

In addition, execution of this bid in the proper manneo @bnstitutes the Bidder's certification of status upeeslty of
perjury under the laws of the United States in accordaiitethe Debarment Certification attached, provideat tine
Debarment Certification also includes any required statgs concerning exceptions that are applicable.

N.C.G.S. § 133-32 and Executive Order 24 prohibit the offeort@cceptance by, any State Employee of any gift from
anyone with a contract with the State, or from @eyson seeking to do business with the State. By exacotiany
response in this procurement, you attest, for your eeotiganization and its employees or agents, that yonairaware
that any such gift has been offered, accepted, or prdrbisany employees of your organization.

SIGNATURE OF CONTRACTOR

Full Name of Firm

Address as Prequalified

Signature of Manager
Signature of Witness Individually

Print or type Signer's name Print or type Signer's Name

AFFIDAVIT MUST BE NOTARIZED
Subscribed and sworn to before me this the NOTARY SEAL

day of 20

Signature of Notary Public

of County

State of

My Commission Expires:
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EXECUTION OF BID
NON-COLLUSION AFFIDAVIT, DEBARMENT CERTIFICATION AN D GIFT BAN CERTIFICATION
JOINT VENTURE (2) or (3)

The person executing the bid, on behalf of the &iddeing duly sworn, solemnly swears (or affirthg)t neither he, nor any official, agent or empéogéthe
bidder has entered into any agreement, participatady collusion, or otherwise taken any actiorciiis in restraint of free competitive biddingagannection
with any bid or contract, and that the Bidder idtemo do the work with its own bonafide employeesubcontractors and is not bidding for the bera#fit
another contractor.

In addition, execution of this bid in the propermmar also constitutes the Bidder's certificatiostatus under penalty of perjury under the lawthefUnited
States in accordance with the Debarment Certifioagittached, provided that the Debarment Certiinadlso includes any required statements conagrnin
exceptions that are applicable.

N.C.G.S. § 133-3and Executive Order 24 prohibit the offer to, cceptance by, any State Employee of any gift frogoae with a contract with the State, or
from any person seeking to do business with théeStBy execution of any response in this procurgmgou attest, for your entire organization arsd it
employees or agents, that you are not aware tlyaguah gift has been offered, accepted, or prontigeghy employees of your organization.

SIGNATURE OF CONTRACTOR

Instructions: 2 Joint Venturers Fill in lines (1), (2) and (3) and executg.Joint Venturers Fill in lines (1), (2), (3) and (4) and executen Line (1), fill in

the name of the Joint Venture Company. On Linef{2)n the name of one of the joint venturerdaexecute below in the appropriate manner. On (3he
print or type the name of the other joint ventusied execute below in the appropriate manner. @e [4), fill in the name of the third joint ventoré

applicable and execute below in the appropriatengan

(€]
Name of Joint Venture
@
Name of Contractor
Address as prequalified
Signature of Witness or Attest By Signature of Cactor
Print or type Signer's name Print or type Signetae
If Corporation, affix Corporate Seal And
3
Name of Contractor
Address as prequalified
Signature of Witness or Attest By Signature of Cactor
Print or type Signer's name Print or type Signetae
If Corporation, affix Corporate Seal And
4
Name of Contractoffor 3 Joint Venture only)
Address as prequalified
Signature of Witness or Attest By Signature of Eartor
Print or type Signer's name Print or type Signeaime
If Corporation, affix Corporate Seal
NOTARY SEAL NOTARY SEAL NOTARY SEAL
Affidavit must be notarized for Line (2) Affidamitist be notarized for Line (3) Affidavit must beaniaed for Line (4)
Subscribed and sworn to before me this Subscabeldsworn to before me this Subscribed and sweobefore me this
day of 20 day of 20 day of 20
Signature of Notary Public Signature of Notary Rubl Signature of Notary Public
of County of County of County
State of State _of State of
My Commission Expires: My Commis§&igpires: My Commission Expires:
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EXECUTION OF BID
NON-COLLUSION AFFIDAVIT, DEBARMENT CERTIFICATION AN D GIFT BAN CERTIFICATION

INDIVIDUAL DOING BUSINESS UNDER A FIRM NAME

The person executing the bid, on behalf of the Biddengoduly sworn, solemnly swears (or affirms) that resithe, nor
any official, agent or employee of the bidder has edténto any agreement, participated in any collusiorgtioerwise
taken any action which is in restraint of free contet bidding in connection with any bid or contrachdathat the
Bidder intends to do the work with its own bonafide em@ésyor subcontractors and is not bidding for the beafkfit
another contractor.

In addition, execution of this bid in the proper manneo @bnstitutes the Bidder's certification of status upeesalty of
perjury under the laws of the United States in accordaiitethe Debarment Certification attached, provideat tine
Debarment Certification also includes any required statgts concerning exceptions that are applicable.

N.C.G.S. 8§ 133-32 and Executive Order 24 prohibit the offeort@cceptance by, any State Employee of any gift from
anyone with a contract with the State, or from @eyson seeking to do business with the State. By exacotiany
response in this procurement, you attest, for your eeotiganization and its employees or agents, that yonairaware
that any such gift has been offered, accepted, or prdrbisany employees of your organization.

SIGNATURE OF CONTRACTOR
Name of Contractor

Individual name

Trading and doing business as

Full name of Firm

Address as Prequalified

Signature of Witness Signature of Contractor, Individually

Print or type Signer's name Print or type Signer’'s name

AFFIDAVIT MUST BE NOTARIZED
Subscribed and sworn to before me this the NOTARY SEAL

day of 20

Signature of Notary Public

of County

State of

My Commission Expires:
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EXECUTION OF BID
NON-COLLUSION AFFIDAVIT, DEBARMENT CERTIFICATION AN D GIFT BAN CERTIFICATION
INDIVIDUAL DOING BUSINESS IN HIS OWN NAME

The person executing the bid, on behalf of the Bidder, being dulynssaemnly swears (or affirms) that neither he, nor afigiaif
agent or employee of the bidder has entered into any agrequaditipated in any collusion, or otherwise taken any actiuighnis in
restraint of free competitive bidding in connection with anydsidontract, and that the Bidder intends to do the work witbvits
bonafide employees or subcontractors and is not bidding for thétlefranother contractor.

In addition, execution of this bid in the proper manner also caotesithe Bidder's certification of status under penalty ofipednder
the laws of the United States in accordance with the Deba@eetification attached, provided that the Debarment Cextifin also
includes any required statements concerning exceptions that aicahigpl

N.C.G.S. § 133-32nd Executive Order 24 prohibit the offer to, or acceptancaryyState Employee of any gift from anyone with a
contract with the State, or from any person seeking to dodssiwith the State. By execution of any response in thisreroent,
you attest, for your entire organization and its emploge@gents, that you are not aware that any such gift hasolfessd, accepted,
or promised by any employees of your organization

SIGNATURE OF CONTRACTOR
Name of Contractor

Print or type Individual name

Address as Prequalified

Signature of Contractor, Individually

Print or type Signer's Name

Signature of Witness

Print or type Signer’'s name

AFFIDAVIT MUST BE NOTARIZED

Subscribed and sworn to before me this the NOTARY SEAL

day of 20

Signature of Notary Public

of County

State of

My Commission Expires:
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DEBARMENT CERTIFICATION

Conditions for certification:

1.

The prequalified bidder shall provide immediate writtena®td the Department if at any time the
bidder learns that his certification was erroneousnatree submitted his debarment certification or
explanation that is file with the Department, or Hacome erroneous because of changed
circumstances.

. The termscovered transaction, debarred, suspended, inekgilawer tier covered transaction,

participant, person, primary covered transactionfinpipal, proposal, and voluntarily
excluded,as used in this provision, have the meanings set otlteirDefinitions and Coverage
sections of the rules implementing Executive Order 1254%py of the Federal Rules requiring
this certification and detailing the definitions and e@ges may be obtained from the Contract
Officer of the Department.

The prequalified bidder agrees by submitting this form, beatill not knowingly enter into any
lower tier covered transaction with a person who kaded, suspended, declared ineligible, or
voluntarily excluded from participation in NCDOT contatinless authorized by the Department.

For Federal Aid projects, the prequalified bidder further egytbat by submitting this form he will
include the Federal-Aid Provision titldRlequired Contract Provisions Federal-Aid Constranti
Contract (Form FHWA PR273) provided by the Department, without subsequent modifizatio
in all lower tier covered transactions.

The prequalified bidder may rely upon a certification opaaticipant in a lower tier covered
transaction that he is not debarred, suspended, ingligibkoluntarily excluded from the covered
transaction, unless he knows that the certificago@erioneous. The bidder may decide the method
and frequency by which he will determine the eligibibfyhis subcontractors.

Nothing contained in the foregoing shall be construedetjuire establishment of a system of
records in order to render in good faith the certifiratiequired by this provision. The knowledge
and information of a participant is not required to egcdeat which is normally possessed by a
prudent person in the ordinary course of business dealings.

Except as authorized in paragraph 6 herein, the Departnagnterminate any contract if the bidder
knowingly enters into a lower tier covered transactotih a person who is suspended, debarred,
ineligible, or voluntarily excluded from participationthms transaction, in addition to other remedies
available by the Federal Government.
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DEBARMENT CERTIFICATION

The prequalified bidder certifies to the best of his kealge and belief, that he and his principals:

a.

Are not presently debarred, suspended, proposed for debadwrelared ineligible, or voluntarily
excluded from covered transactions by any Federal deparomagency;

Have not within a three-year period preceding this prdpbsan convicted of or had a civil
judgment rendered against them for commission of fraud @manal offense in connection with
obtaining, attempting to obtain, or performing a publiedgral, State or local) transaction or
contract under a public transaction; violation of Felderétate antitrust statutes or commission of
embezzlement, theft, forgery, bribery, falsificatimr destruction of records; making false
statements; or receiving stolen property;

Are not presently indicted for or otherwise criminadly civilly charged by a governmental entity
(Federal, State or local) with commission of anylef offenses enumerated in paragraph b. of this
certification; and

Have not within a three-year period preceding this prddusé one or more public transactions
(Federal, State or local) terminated for cause or defaul

Will submit a revised Debarment Certification immeeatf his status changes and will show in his
bid proposal an explanatidor the change in status.

If the prequalified bidder cannot certify that he is debarred, he shall provide an explanation with this
submittal. An explanation will not necessarily resulienial of participation in a contract.

Failure to submit a non-collusion affidavit and debarmastification will result in the prequalified
bidder's bid being considered non-responsive.

D Check here if an explanation is attached to thisfivation.
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Form DBE-IS
State of North Carolina

Department of Transportation
Subcontractor Payment Information

Submit with Invoice To: Wayne Whorton
North Carolina Department of Transportation
District Office
295 Wilmington Hwy., Suite A
Jacksonville, NC 28540

Firm Invoice No. Reference
NCDOT PO / Contract Number
WBS No. (State Project No.)
Date of Invoice

Signed
Amount Paid To Date Paid To
Subcontractor / Subcontractor / Subcontractor / Subcontractor /
Invoice Line Subconsultant/ Subconsultant / Subconsultant / Subconsultant /
Iltem Payer Federal Material Supplier Material Supplier Material Supplier Material Supplier
Reference Payer Name Tax Id Name Federal Tax Id This Invoice This Invoice
Total Amount Paid to Subcontractor Firms $

NOTE: - These documents are scanned into our Fiscal program. Please do not highlight or shade the figures.

| certify that this information accurately relects actual payments made and the dates the payments were made to Subcontractors/

Subconsultants/Material Suppliers on the above referenced project.

Signature Title

Print Name Date

Rev. 01/07
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J&& STATE OF NORTH CAROLINA

DEPARTMENT OF TRANSPORTATION

LETTER OF INTENT TO PERFOEM AS A SUBCONTEACTOR

CONTRACT: NAME OF EIDDER:

The undersigned intends to perform work in connection with the above contract upon execution of the bid
and subsequent award of contract by the Board of Transportation as:

Name of MBE/WBE/DBE Subcontractor
Address
City State Zip

Please check all that apply:
Minority Business Enterprise (MBE)
Women Business Enterprise (WBE)
Disadvantaged Business Enterprise (DBE)

The MBE /WBE /DBE status of the above named subcontractor 1s certified by the North Carolina
Department of Transportation. The above named subcontractor 1s prepared to perform the described work
listed on the attached MBE/WBE/DBE Commitment Items sheet. m connection with the above contract
upon execution of the bid and subsequent award of contract by the Board of Transportation. The above
named subcontractor is prepared to perform the deseribed work at the estimated Commitment Total for
Subcontractor Price idennufied on the MBE/WBE/DBE Comnutment Items sheet and amount mdicated
below.

Commmitment Total based on estimated Umnit Prices and Quantities on the “attached” MBE/WBE/DBE
Commnutment Items sheet. Amount $

The above named bidder and subcontractor nmtually accepts the Commitment Total estimated for the
Umnit Prices and Quantities. This comumitment total 1s based on estimated quantities only and most ikely
will vary up or down as the project 1s completed. Final compensation will be based on actual quantities of
work performed and accepted during the pursuance of work. The above listed amount represents the
enfire dollar amount quoted based on these estumated quantities. No conversations, verbal agreements,
and/or other forms of non-written representations shall serve to add. delete, or modify the terms as stated.

This document shall not serve in any manner as an actual subcontract between the two parties. A separate
subcontractor agreement will describe mn detail the contractual obligations of the bidder and the
MBE/WBE/DBE subcontractor.

Affirmation

The above named MBE/ WBE/ DBE subcontractor affirms that it will perform the portion(s) of the
contract for the estimated dollar value as stated above.

Name of MBE/ WBE/ DBE Subcontractor Name of Bidder
Signature / Title Signature / Title
Date Date
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North Carolina Department of Transportation

BID FORM

WBS Number. 41246.3 Contract Number:

Description: Place Monolithic Concrete Islands, Curb & Gutter, Thermogastic Pavement Markings and
Snowplowable Pavement Markers for a Superstreeh Pender County.
“All quantities are estimates”

ITEM DESCRIPTION UNIT PRICE AMOUNT BID
DESCR.
NUMBER

2549000000-H 2’ 6” Concrete Curb &
Gutter

2647000000-H 5” Concrete Monolithic
Islands (Surface Mounted)
4685000000-H Thermo Pvmt Mrk Lines (4
90 Mils)

Thermoplastic Pavement
Marking Lines Yellow for
Monolithic Islands(4" 90
4685000000-H Mils)

4686000000-H Thermo Pvmt Mrk Lines (4
120 Mils)

4695000000-H Thermo Pvmt Mrk Lines (8
90 Mils)

4697000000-H Thermo Pvmt Mrk Lines (8
120 Mils)

4725000000-E Thermo Pvmt Mrk Symbols
(90 Mils)

Removal of Pavement
4850000000-H Marking Lines

Permanent Raised Pavemen
Markers Yellow / Yellow
4900000000-N Island Mounted
Snowplowable Pavement
Markers (Placed in Gore
4905000000-N Areas)

TOTAL BID FOR PROJECT:

CONTRACTOR

ADDRESS
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Federal Identification Number

Contractors License Number

Authorized Agent Title
Signature Date
Witness Title
Signature Date

THIS SECTION TO BE COMPLETED BY NORTH CAROLINA DEPA RTMENT OF TRANSPORTATION
This bid has been reviewed in accordance with Article 103-1 of the Standard Specifications for Roads and Structures 2006.

Reviewed by Date
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